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Felida SLL Subdivision

Located in the NE 1/4 of Section 33, Township 3N, Range 1E, W.M,,
Clark County, Washington
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30' WIDE TRACT A

60" RIGHT-OF-WAY

|
5 12' | 12' . ~——— FLEX ZONE ——I—— CORE R040 —-—I—— FLEX ZONE ——=
1" 38' CURB TO CURB
27 __|
2% CLEAR o )
| MIN. o C L L] es ,
5 — 1 " 8 —] — 45
AN N SIDEW PARKING | TRAVEL LANE | TRAVEL LANE | PARKING CLEAR
A-1 CEMENT CONCRETE CURB 22, 2%

<> SLOPE < 41
& GUTTER PER CC DETAIL F18 (TYP) =

(W T
CEMENT CONCRETE SIDEWALK / SLOPE=2%(STD)+0.5% SLOPE=2%(STD)%0.5%
PER CC DETAIL F12 (TYP) 5° MIN.

NW 110TH STREET & NW 11TH PLACE(P)

LOCATION ALLOWED IF
A ROAD MODIFICATION

DETACHED IS APPROVED
SIDEWALK TYPE A-1 CURB TYPE A-1 CURB
(SEE NOTES) AND GUTTER PER AND GUTTER PER

STD. DETAIL F18 STD. DETAIL F18

Typical Section o

CONVENTIONAL CONSTRUCTION THICK ASPHALT CONSTRUCTION 1. SIDEWALK SHALL BE DETACHED. MAKE IT MEANDERING IF POSSIBLE.

MASHTO  ASPHALT ~ BASE ROCK | | AASHTO  ASPHALT BASE ROCK
SOL TYPE  THICKNESS  THIGKNESS | | SOIL TYPE  THICKNESS  THIOKNESS | 2 SIDEWALKS MAY BE ALLOWED WITHIN EASEMENTS ONLY WHERE IT IS DEMONSTRATED THAT SUCH SIDEWALKS CAN NOT BE LOCATED

WITHIN THE ESTABLISHED PUBLIC RIGHT-OF—WAY OR PRIVATE ROADWAY TRACT DUE TO NATURAL FEATURES (E.G., SIGNIFICANT TREES,
ROCK OUTCROPPINGS, STEEP TOPOGRAPHY, ETC.) THAT SHOULD BE PRESERVED, OR IRREGULAR LOT CONFIGURATION.

1V1S1011

A-1 0.45' 0.45' A-1 052 0.25'
A-2 0.45' 0.45' A-2 0.52' 0.25' 3. WIDER SIDEWALKS MAY BE REQUIRED BY REVIEWING AUTHORITY UNDER CERTAIN CIRCUMSTANCES.
A-3 0.45°' 0.55' A-3 0.55' 0.25' 1
A-4 0.45' 0.85' A4 0.62’ 0.25' 4. ALTERNATE BIKE LANE SECTION USED WHEN A BIKEWAY IS SHOWN ON THE CLARK COUNTY TRAILS & BIKEWAYS SYSTEM MAP.
A-5 0.45' 1.15' A-5 072 025’
A-6 0.45' 1.55°' A-6 0.82' 0.25' 5. SUBGRADE REINFORCEMENT GEOTEXTILES SHALL BE INSTALLED OVER ALL A—6, A—7 SOILS PRIOR TO CONSTRUCTING THE BASE AND
40' WIDE TRACT A | A-7 0.50' 2.00° A-7 1.00’ 0.25° SURFACING.
OTHER ~ NO SECTION  ESTIMATED OTHER ~ NO SECTION  ESTIMATED
6. THE PAVEMENT STRUCTURE THICKNESSES IDENTIFIED FOR THESE SOIL TYPES ARE REQUIRED UNLESS A SITE SPECIFIC PAVEMENT
10 5 1 | 1 DESIGN IS DONE. THE TOTAL PAVEMENT STRUCTURE SHALL NOT EXCEED 2.5 FEET.
] ]l ]
7. ASPHALT CONCRETE FOR ALL COLLECTORS SHALL BE WSDOT HMA CL %" PG 64—22 OR EQUIVALENT.
8. EITHER CONVENTIONAL OR THICK ASPHALT CONSTRUCTION IS ALLOWED.

9. ROADWAY SLOPE OUTSIDE LISTED RANGE ALLOWED WITH APPROVAL FOR FRONTAGE/MATCHING SITUATIONS.
10. THE SUBGRADE AND CRUSHED SURFACING MATERIALS SHALL BE COMPACTED PER WSDOT STANDARDS.

N
SRR

A-1 CEMENT CONCRETE CURB
& GUTTER PER CC DETAIL F18 (TYP)

CEMENT CONCRETE SIDEWALK
PER CC DETAIL F12 (TYP)

11. FEATURES WITHIN CORE ROAD AND FLEX ZONE ARE SUBJECT TO CCC 40.350.030(B)(3) AND TABLE CCC 40.350.030-2.

12. STORMWATER LOW IMPACT DEVELOPMENT (LID) FEATURES IN THE RIGHT—OF-WAY ARE SUBJECT TO CCC 40.350.030(B)(3) AND TABLE
CCC 40.350.030-2.

Department of URBAN COLLECTOR (C-2) DRAWING
Public Works L/ —LANE 6

CLARK COUNTY
WASHINGTON

2
ya /
Eé é ;/ f ; APPROVED
L)

g

03/23/16 am
DATE

DATE 03/23/16

proud past, promiaing future COUNTY ENGINEER

NW 11TH CIRCLE (P) -Typical Section

Felida SL Subd

Road Cross Sections For

o
o
o —
n
o -
2
o]
O
=
N
46" RIGHT-OF—WAY EASEMEA;LNWI%g VARIES <
% 28' CURB TO CURB 4‘ CURB TO CURB VARIES b=
- MIN. 24 - E
|e—— FLEX ZONE —=| CORE ROAD |=~—— FLEX ZONE —=1 |~ CORE ROAD ——»|
0.5 5.5
—{l— FrEX FLEX
) ZONE ZONE NOTES:
12’ — 55 ) - 3.5
8 —el— TRAVEL —l— 8" —mm - 35 16 8 QaR 1. PRIVATE ROADS SHALL HAVE SIDEWALK ON ONE SIDE, AT A MINIMUM. SIDEWALK MAY BE
PARKING LANE PARKING CLEAR TRAVEL | PaRK- | DETACHED AND BE ASPHALT OR CEMENT CONCRETE. IF ATTACHED SIDEWALKS ARE INSTALLED
LANE ING WITH MOUNTABLE ROLLED CURB AND GUTTER, THE SIDEWALK SHALL BE THICKENED SIDEWALK PER
LANE 2% STD. DETAIL F18b.
2% 2% SLOPE < 4;1—<:>[ H———<<_>=—SIOPE < 4:1 wn
SLOPE < 4:1 1] g
— = e | | 2. TABLE 1 APPLIES WHEN THE PAVEMENT SECTION WILL BE FULLY COMPLETED BEFORE BEGINNING gl =
U LY SLOPE=2%(STD) SLOPE=2%(STD) 5' SIDEWALK (NOTE 1) CONSTRUCTION OF RESIDENTIAL UNITS. ‘n| g
SLOP g;zé;(sm) SLOP 5325?;(5”7) 5" SIDEWALK 10, CURE TYPE E—1 OF A1 20.5% $0.5% 3. TABLE 2 APPLIES WHEN THE FINAL LIFT OF THE PAVEMENT SECTION WILL BE PLACED AFTER ‘=g
/ 5% -5% : - - " TD. CURB TYPE E—1 OR A-1 : £
ID. cURB TYPE 1D, CURB TYPE STD. CURB TYPE £ 1 STD. CURS TYPE 51& or COMPLETION OF RESIDENTIAL UNITS NE
E-1 OR A-1 PER E_1OR A-1 PER ROLLED CURB AND THICKENED 4. THE INITIAL ASPHALT THICKNESS FOR TABLE 2 IS THE MINIMUM ASPHALT THICKNESS REQUIRED 24 S
STD. DETAIL F18 STD. DETAIL F18 EDGE SIDEWALK PER STD. BEFORE OPENING THE ROAD TO RESIDENTIAL CONSTRUCTION RELATED TRAFFIC.
DETAIL F18b.
5. THE FINAL ASPHALT THICKNESS FOR TABLE 2 IS THE MINIMUM TOTAL ASPHALT THICKNESS
TABLE 1 REQUIRED IN THE FINAL PAVEMENT SECTION.
THICK ASPHALT ]
CONVENTIONAL CONSTRUCTION CONSTRUCTION 6. PRIOR TO PLACING THE FINAL LIFT, THE INITIAL ASPHALT SECTION SHALL BE INSPECTED AND ANY Q
DEFECTS, SUCH AS CRACKS, SAGS OR RUTS SHALL BE REPAIRED. S
AASHTO ASPHALT ~ BASE ROCK | ASPHALT BASE ROCK 3
NOTES: SOIL TYPE  THICKNESS THICKNESS THICKNESS THICKNESS 7. SUBGRADE REINFORCEMENT GEOTEXTILE SHALL BE INSTALLED OVER ALL A-6 AND A-7 SOIL =
CONVENTIONAL CONSTRUCTION THICK ASPHALT CONSTRUCTION (NOTE 7) (NOTE 7) PRIOR TO CONSTRUCTING THE BASE. SUBGRADE REINFORCEMENT GEOTEXTILE SHALL ALSO BE g
I SIDEWALK MAY BE DETACHED INSTALLED OVER A—4 AND A—5 SOIL PRIOR TO CONSTRUCTING THE BASE WHEN THE BASE
AASHTO ~ ASPHALT  BASE ROCK | | AASHTO ASPHALT ~ BASE ROCK : : A 0.20" 0.50" 0.26" 0.25" THICKNESS IS LESS THAN 0.75 FT.
SOIL TYPE  THICKNESS  THICKNESS | | SOIL TYPE  THICKNESS — THICKNESS | 5 SipEwALKS MAY BE ALLOWED WITHIN EASEMENTS ONLY WHERE IT IS DEMONSTRATED THAT SUCH SIDEWALKS A-2 0.20' 0.50' 0.26' 0.25' i Rkl Bl K Kicl s
(NOTE 4) (NOTE 4) AN NOT o N THE EeTABLISHED, P BOLT—OF S PRVATE POADIVAY THA a3 0.20" 0.50" 026" 0.25° 8. THE PAVEMENT STRUCTURE THICKNESSES IDENTIFIED FOR THE ABOVE SOIL TYPES AND
CAN NOT BE LOCATED WITHIN THE ESTABLISHED PUBLIC RIGHT-OF—WAY OR PRIVATE ROADWAY TRACT DUE TO , ' , ' AVEMENT, STRUCTUR INESSE fE ABOVE SOIL T ,
- 035 .50 = 042’ 025" NATURAL FEATURES (E.G., SIGNIFICANT TREES, ROCK OUTCROPPINGS, STEEP TOPOGRAPHY, ETC.) THAT At 0.20, 0.50. 0.26] 0.25) et ot REQUIRED 1) Mo Aooclick OF £ ST SPECIFIC PAVEMENT DESIGN.
s 035" 0.50° s 042 025 SHOULD BE PRESERVED, OR IRREGULAR LOT CONFIGURATION. Ad 0.20, 0.50. 0.261 0.25,
ﬁj 8-?2, 8'28, 2:2 g'fé, 8‘52, 3. WIDER SIDEWALKS MAY BE REQUIRED BY REVIEWING AUTHORITY UNDER CERTAIN CIRCUMSTANCES. A-7 0.20° 1.50° 0.38’ 0.25’ 9. ASPHALT CONCRETE SHALL BE WSDOT HMA CL 3" PG 64-22 OR EQUIVALENT.
P 0.3, 0.0 o 045, 025, OTHER ~ NO SECTION  ESTIMATED  |NO SECTION  ESTIMATED
e 03 et o 0er 05 4. SUBGRADE REINFORCEMENT GEOTEXTILE SHALL BE INSTALLED OVER ALL A—6 AND A-7 SOIL PRIOR TO 10. EITHER CONVENTIONAL OR THICK ASPHALT CONSTRUCTION IS ALLOWED.
s 010 50’ o 0eo 052 CONSTRUCTING THE BASE. SUBGRADE REINFORCEMENT GEOTEXTILE SHALL ALSO BE INSTALLED OVER A—4 TABLE 2
OTHER  NO SECTION  ESTIMATED OTHER  NO SECTION  ESTIMATED AND A-5 SOIL PRIOR TO CONSTRUCTING THE BASE WHEN THE BASE THICKNESS IS LESS THAN 0.75 FT. 11. ROADWAY SLOPE OUTSIDE' LISTED RANGE ALLOWED WITH APPROVAL FOR FRONTAGE/MATCHING
CONVENTIONAL CONSTRUCTION THICK ASPHALT CONSTRUCTION SITUATIONS.
5. THE PAVEMENT STRUCTURE THICKNESSES IDENTIFIED FOR THESE SOIL TYPES ARE REQUIRED UNLESS A SITE
SPECIFIC PAVEMENT DESIGN IS DONE. THE TOTAL PAVEMENT STRUCTURE SHALL NOT EXCEED 2.5 FEET. 537257535 Ag";ﬂiﬁr AsF/meLr Eﬁ&ﬁggg Agﬁmir ASF!/DAIZ:LLT Bﬁ&ﬁggg 12 QFTIENgzgggADE AND CRUSHED SURFACING MATERIALS SHALL BE COMPACTED PER WSDOT
. THICKNESS ~ THICKNESS — (NOTE 7) THICKNESS ~ THICKNESS ~ (NOTE 7) '
6. ASPHALT CONCRETE FOR ALL RESIDENTIAL ACCESS SHALL BE WSDOT HMA CL 3" PG 64-22 OR EQUIVALENT.
2 @ (NOTE 4) (NOTE 5) (NOTE 4) (NOTE  5) 13. FEATURES WITHIN CORE ROAD AND FLEX ZONE ARE SUBJECT TO CCC 40.350.030(B)(3) AND
7. EITHER CONVENTIONAL OR THICK ASPHALT CONSTRUCTION IS ALLOWED. At 013" 0.26’ 0.50" 0.20' 0.33" 0.25' TABLE CCC 40.350.030-2.
- 13 26" 50" 0.20' 0.33' 25"
8. ROADWAY SLOPE OUTSIDE LISTED RANGE ALLOWED WITH APPROVAL FOR FRONTAGE/MATCHING SITUATIONS. ﬁ_é 8 ;é 852' 828' 0.20' 0.33' 3%: 14. STORMWATER LOW IMPACT DEVELOPMENT (LID) FEATURES IN THE RIGHT-OF-WAY ARE SUBJECT TO
i 013 0o 030 050" 03y 0oe CCC 40.350.030(B)(3) AND TABLE CCC 40.350.030-2.
9. THE SUBGRADE AND CRUSHED SURFACING MATERIALS SHALL BE COMPACTED PER WSDOT STANDARDS. A5 013" 0.26" 0.50" 0.20" 033" 0.25"
i 013 05 020’ 023" 035" 0 5er 15. PRIVATE ROADS MAY BE CONSTRUCTED WITH INVERTED CROWN OR SHED CROSS SECTION.
10. FEATURES WITHIN CORE ROAD AND FLEX ZONE ARE SUBJECT TO CCC 40.350.030(B)(3) AND TABLE CCC a7 013 026’ 110 0.25' 0.38' 025’ Project No. 2819
40.350.030-2. OTHER ~ NO SECTION  ESTIMATED ~ ESTIMATED | NO SECTION  ESTIMATED  ESTIMATED
H: 1" = 30
11. STORMWATER LOW IMPACT DEVELOPMENT (LID) FEATURES IN THE RIGHT—OF-WAY ARE SUBJECT TO CCC SCALE: )
40.350.030(B)(3) AND TABLE CCC 40.350.030-2. Vi N/A
DESIGNED BY: MIM
Department of URBAN LOCAL RESIDENTIAL ACCESS DRAWING Department of URBAN PRIVATE ROAD WITH PARKING LANE DRAWING DRAFTED BY: MIM
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TREE INSTALLATION STANDARDS FOR CLARK COUNTY RIGHTS—0OF—WAY

IREE PLANTING:
DECIDUOUS TREES PLANTED ALONG STREET FRONTAGES SHALL BE 1 )" MINIMUM CALIPER.
ALL PLANTING TO BE OF NURSERY STOCK GRADE NO. T OR BETTER AND MUST BE APPROVED PRIOR TO PLANTING.
ALL PLANTING HOLES SHALL BE EXCAVATED TWICE THE DMAMETER OF THE TREE ROOT BALL OR ROOT SYSTEM.
PLANT UPRIGHT AND FACE TO GIVE BEST APPEARANCE OR RELATIONSHIP TO OTHER PLANTS AND STRUCTURES.
LOOSEN AND REMOVE TWINE SINDING AND BURLAFP FROM AROUND TOP OF EACH BALL. SET TREE ONE INCH ABOVE
FINISH GRADE.
1. STAKE OR CUY TREES, IF REQUIRED, IMMEDIATELY AFTER PLANTING (REFER TO PLANTING DETAIL).
2. REMOVE STAKES OR GUY WIRES ONE YEAR AFTER INSTALLATION,
PLACE AND COMPACT BACKFILL SOIL MIXTURE CAREFULLY TO AVOID INJURY TO ROOTS, AND TO FILL ALL VOIDS.
T. BACKFILL MIX SHALL CONSIST OF THE FOLLOWING:
0.75 PART TOPSDIL
0.25 PART APPROVED HUMUS MATERIAL (SUCH AS COMFOST)
SOIL AMENDMENTS/FERTILIZERS AS PER SOIL ANALYSIS (TO BE PERFORMED BEFORE PLANTING TREES)
WHEN HOLE IS5 NEARLY FILLED, COMPLETELY SOAK AND ALLOW WATER TO DRAIN AWAY,
I. FILL HOLES TO FINISH GRADE.
2. PROVIDE 2" WATER RING AT BASE OF EACH TREE. REMOVE AT END OF CONTRACT MAINTENANCE PERIOD.
TREE MAINTENANCE:

IN ORDER TO INSURE ESTABLISHMENT, SURVIVAL AND GROWTH, TREES SHALL BE MULCHED WiTH 3" DEEP BARK
MULCH AND WATERED AS NECESSARY DURING THE FIRST TWO GROWING SEASONS.

PRUMING TO BE AS FOLLOWS:
f. YEAR 1 — ONLY DEAD, BROKEN OR CROSSING BRANCHES SHALL BE PRUNED.

2. YEAR 2 — A CLASS 1 PRUNE, PURSUANT TO NATIONAL ARBORIST ASSOCIATION STANDARDS, SHALL BE
PERFORMED OURING YEAR 2. THE PURPOSE OF THE PRUNING 1S TO ESTABLISH PROPER SCAFFOLD
BRANCHING, RAISE THE CROWN FOR ROAD/SIDEWALK CLEARANCE AND REMOVE ANY DEAD, DYING OR
CROSSING BRANCHES.

J. YEAR J — A CLASS | PRUNE, PURSUANT TO NATIONAL ARBORIST ASSOCIATION STANDARDS, SHALL BE
PERFORMED DURING YEAR J. THE PURFOSE OF THE PRUNING IS TO ESTABLISH PROPER SCAFFOLD
BRANCHING, CONTINUE TO RAISE THE CROWN FOR ROAD/SIDEWALK CLEARANCE AND REMOVE ANY DEAD,
OYING OR CROSSING BRANCHES.

4" 10 9°

A5 REQUIRED
[ |

7
SHRUB
SETBACK

VARIES
AS REQUIRED £

[

STREET CURB——f
ROADS PLANTING ——_ |

by s snnwnns 5

\\\\\\\\\\\

\\\\\\\\\\\

\\\\\\\\\\\
\\\\\\\\\\\

\\\\\\\\

\\\\\\\\\\\

\\\\\\\\\\\\

-

BARNINRRANY
\\\\\\\\\\\\\\\\\\\
AAVAAML AR R LR

P ARREE LR AR R LR h 4

\\\\\\\\\\\\\\\\\

\\\\\\\\\\\\\\\\\\\\\\\\\

\\\\\\\\\\\\\\\\\\\\\\\\\\
\\\\\\\\\\\\\\\\\\\\\\\

STREET TREES FROM
STREET TREE LIST OR
BY CLARK
GOUNTY TRANSPORTATION

LOW SHRUBS OR GROUND
COVER PLANTS. 2'
MAXIMUM MATURE HEIGHT,

MAINTAINED BY ADJACENT

\—Low PLANTINGS, /

SEE SECTION BELOW
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ROOT BARRIER, SEE
DETAIL 1/2 AND 2/2
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STANDARD
Department of TREE INSTALLATION STANDARDS &

Public Works FOR CLARK COUNTY RIGHTS-OF—WAY G

14" CLEARAN
AT CURB

T
MEDIUM IJL,M‘HNCS.J
SEE SECTION BELOW

WALL OR FENCE AS—
REQUIRED. SEE
SECTION BELOW

GRADING:  SLOPE TO ALLOW POSITIVE
DRAINAGE:  MINIMUM

1.5% CROSS

SLOPE IN PLANTING AREAS, MINIMLIM
2% CROSS SLOPE ON WALKS

IYPICAL SECTION

WALL OR FENCE AS —
REQUIRED (INSTALL ON
PRIVATE PROPERTY)

SELECT PLANTINGS FROM
RIGHT—OF ~WAY PLANTING
LIST OR AS APPROVED BY
CLARK COUNTY DEPARTMENT
GF PUBLIC WORKS,
TRANSPORTATION DiVISION

30" AVERAGE
TREE SPACING

30" AVERAGE
TREE SPACING

\CENTER LINE I I\\
SERLE CENTER LINE

PLANTS IN

SINGLE ROW OF DOUBLE OR MULTIPLE
ROWS OF PLANTS iN
BEDS UNDER 5° BEDS OVER 5'

OF TREES

SHRUBS AND GROUMD COVERS

NOTE: SPACE ALL TREES, SHRUBS AND GROUND COVERS AS INDICATED
ON PREFERRED COUNTY LISTS FOR STREET MEDIANS AND RIGHT OF
WAYS, USING MATURE SPREAD AS A GUIDELINE FOR SPACING.

7T TYPICAL PLANTING LAYOUT

L

({1
N

L V.LT. CINCH-TIES, OR MEDIUM
OR HEAVY DUTY CHAINLOCK

TREE TIES, MINIMUM %" WIDTH

I Z 2-2X2 STAKES. INSTALL TIE

=Tl e a 4" DOWN FROM TOP OF STAKE
: INSTALL 3-2X2 STAKES IN

P HIGH WIND AREAS ONLY
— TRUNK GROWTH LEVEL 1" ABOVE

FINISH GRADE

3" DEPTH OF BARK MULCH,
FEATHER AWAY FROM TRUNK

— OPTIONAL FERTILIZER PLANT TABS

1 OPTIONAL 3" PERFORATED PIFE,

2 MINIMUM PER TREE, SET TOP
AT 5° ABOVE FINISH GRADE.

USE WHEN NO IRRIGATION SYSTEM
IS AVAILABLE

~— DO NOT OVER EXCAVATE DUE
TO POTENTIAL FOR SETTLING

SUPPLY LOW POINTS
FOR DRAINACE

TREE STAKING DETAIL AND

PERF. PIPE DETAIL FOR MANUAL IRRIGATION
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DISCLAIMER AND LIMITATIONS: ANY WORK CONTAINED HEREIN INCLUDING BUT NOT LIMITED TO PLANS AND DOCUMENTS ARE INSTRUMENTS OF SERVICE INTENDED FOR USE SOLELY WITH RESPECT TO THIS PROJECT. ALL WORK SHALL BE CONSIDERED CONCEPTUAL AND SUBJECT TO CHANGE. THESE INSTRUMENTS OF SERVICE SHALL BE CONSIDERED A WORK IN PROGRESS WHERE UNKNOWN FACTORS EXIST AND JURISDICTIONAL REQUIREMENTS HAVE NOT BEEN VERIFIED. DUE TO THE HIGH DEGREE OF UNCER
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SEE NOTES IN 2/4
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NATER RETENTION BERM, REMOVE IN OCTOBER

ROOT BALL, REMOVE OR CUT BACK BURLAP
AND TAINE FROM ROOT BALL.

SET CROAN OF ROOT BALL |* ABOVE FINISH
GRADE. PROVIDE POSITIVE DRAINAGE ANAY
FROM ROOT BALL.

FERTILIZER TABLETS, REFER TO NOTES.

PLANTING PIT TO BE A MINIMUM TNICE THE
DIAMETER OF ROOT BALL. FOR BACKFILL
MIX, REFER TO NOTES.

UNDISTURBED NATIVE SOIL UNDER ROOT BALL.
PROVIDE POSITIVE DRAINAGE ANAY FROM
ROOT BALL.

REFER TO NOTES AND PLANS PRIOR TO BIDDING AND CONSTRUCTION.
B & B Shrub Planting Detaill

A Not To Scale

SECTION

B PLANT LEGEND
SYMBOL BOTANICAL / COMMON NAME | SIZE |QUANTITY
yd TREES
ACER BUERGERANUM 2" cal. lo
al TRIDENT MAPLE min.
/
SHRUBS
@ ARBUTUS UNEDO 'COMPACTA! 5 GAL o
COMPACT STRANBERRY BUSH :
GROUNDCOVER
ARCTOSTAPHYLOS UVA-URSI .
KINNIKINNICK I 6AL. | 36" 0cC.

ALL LANDSCAPE AREAS TO RECEIVE MULCH PER
PLANTING NOTES THIS SHEET.

PRUNE STREET TREES TO MAINTAIN [4'

CLEAR BETWEEN THE LOWEST BRANCH
/ ON THE STREET SIDE OF TREE TO THE
TOP OF CURB. MAINTAIN &' CLEAR

BETWEEN THE LOWEST BRANCH ON THE
SIDENALK SIDE AND THE SIDENALK,
TYP. REFER TO DETAILS THIS SHEET.

FPLANTING NOTES

A UkA W N

7.
8.
9.

20.

2.

22.

23.

24
25.
2e.

27.

28.

ALL BOUNDARIES, EASEMENTS, UTILITIES AND LEGAL ENCUMBRANCES TO BE CONFIRMED WITH OWNER PRIOR TO
BEGINNING NORK. PROPERTY LINES AND SURVEY INFORMATION PROVIDED BY PLS ENGINEERING.

IN NO WAY IS THIS PLAN TO BE INTERPRETED TO EXCEED THE LEGAL BOUNDARIES OF THE OWNER'S REAL
PROPERTY.

THE LANDSCAPE DESIGNER ASSUMES NO RESFPONSIBILITY FOR THE LOCATION OF BOUNDARIES, UTILITIES AND
WETLANDS.

THIS PLAN SHALL BE INSTALLED TO MEET ALL APPLICABLE CITY, COUNTY, STATE AND FEDERAL CODES.

THIS PLAN SHALL BE CONSIDERED PRELIMINARY UNTIL APPROVED BY ALL GOVERNING AGENCIES.
IMPLEMENTATION OF THIS PLAN SHALL NOT PROCEED UNTIL ISSUANCE OF ALL RELATED PERMITS.

PLANT QUANTITIES ARE FOR INFORMATION ONLY. IN CASE OF ANY DISCREPANCY, THE PLAN SHALL GOVERN.
ALL WORK 1S TO BE PERFORMED BY LICENSED CONTRACTORS AND EXPERIENCED WORKERS.

THE CONTRACTOR |S TO VERIFY THE LOCATION OF EXISTING UNDERGROUND UTILITIES AND STRUCTURES PRIOR
TO PERFORMING ANY EXCAVATION. CONTRACTOR SHALL REPAIR ANY DAMAGE TO UTILITIES CAUSED BY THE
CONTRACTOR'S NORK, AT NO ADDITIONAL COST TO THE OWNER. CONTACT ALL UTILITY PROVIDERS SERVING THE
SITE AREA 48 HOURS PRIOR TO ANY EXCAVATION.

ALL PLANT MATERIALS SHALL MATCH SPECIFICATIONS PER SPECIES AND SHALL COMPLY WITH ANSI Z6O.|
'STANDARD FOR NURSERY STOCK'.

THE CONTRACTOR SHALL ADHERE TO THE WASHINGTON ASSOCIATION OF NURSERYMEN'S GUIDELINES FOR
PLANTING PRACTICES.

THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING ELEMENTS ON AND OFF SITE, RESULTING FROM THE
CONTRACTOR'S NORK.

THE CONTRACTOR |S RESPONSIBLE FOR THE VIABILITY OF ALL PLANT MATERIAL FOR 2 YEARS AFTER
COMPLETION OF PLANTING. DISEASED, DYING, OR DEAD PLANT MATERIAL SHALL BE REFLACED BY THE
CONTRACTOR DURING THE TWO YEAR PERIOD AND MAINTAINED FOR AN ADDITIONAL 2 YEAR PERIOD.
IMMEDIATELY UPON BID AWARD, CONTRACTOR SHALL SECURE THE PLANT MATERIALS AS SPECIFIED FROM
AVYAILABLE SOURCES. IN THE EVENT THAT PLANT MATERIALS ARE NOT AVAILABLE, CONTACT LANDSCAPE
ARCHITECT FOR APPROVED SUBSTITUTIONS. NO SUBSTITUTION FOR PLANT MATERIAL AILL BE ALLOWED WITHOUT
PRIOR ARITTEN APPROVAL OF THE LANDSCAPE ARCHITECT.

TOP DRESS ALL SHRUB AND GROUND COVER AREAS (NOT LAWN) NITH 2" OF FIR BARK MULCH. SUBMIT SAMPLE
TO THE LANDSCAPE ARCHITECT FOR APPROVAL PRIOR TO CONSTRUCTION.

TREE LOCATIONS MAY BE ADIUSTED IN THE FIELD TO SUIT SITE REQUIREMENTS AS DIRECTED BY THE
LANDSCAPE ARCHITECT.

THE CONTRACTOR SHALL ENSURE THAT ALL EXCAVATED PLANTING PITS HAVE POSITIVE DRAINAGE. PLANT PITS
FULLY FLOODED WITH WATER SHALL DRAIN WITHIN (12) HOURS OF FILLING.

FINISH GRADE SHALL BE SET TO ALLOW POSITIVE DRAINAGE

ROTOTILL 2" OF COMPOST INTO ALL PLANTED AREAS.

INCORPORATE PEAT INTO THE ROOT ZONE OF RHODODENDRONS, AZALEAS AND OTHER ACID LOVING PLANTS.
INCORPORATE 10-20-20 FERTILIZER INTO THE ROOT ZONE OF ALL NEA PLANTINGS.

RONSTAR, OR APPROVED EQUAL, PREEMERGENT HERBICIDE TO BE APPLIED TO ALL PLANTED AREAS PER
MANUFACTURERS INSTRUCTIONS.

EXISTING VEGETATION TO BE SPRAYED AITH ROUNDUP, OR APPROVED EQUAL, PER MANUFACTURERS
INSTRUCTIONS. SUFFICIENT TIME SHALL BE GIVEN TO ALLOW EXISTING MATERIAL TO DIE. REMOVE EXISTING 27.
THE PROPERTY OANER IS RESPONSIBLE FOR MAINTAINING TURF PLANTED WITHIN THE RIGHT OF WAY.

PLANT MATERIAL SHALL BE PLANTED W/ ROOT CRONN |" ABOVE FINISHED GRADE TO ALLON POSITIVE
DRAINAGE AWAY FROM CRONN.

STAKE ALL TREES OVER 6 FT. IN HEIGHT PER DETAILS ON THIS SHEET.

REFER TO DETAILS FOR ADDITIONAL INFORMATION.

ALL PLANTING SHALL BE IRRIGATED BY AN AUTOMATIC UNDERGROUND SPRINKLER SYSTEM.

ALL PLANT MATERIALS FURNISHED ARE TO BE HEALTHY, UNIFORMLY BRANCHED AND NITH WELL DEVELOPED
FIBROUS ROOT SYSTEMS.

ALL PLANT MATERIALS FURNISHED ARE TO BE FREE FROM DEAD OR BROKEN BRANCHES, LICHENS, SCARS,
BROKEN BARK OR NOUNDS. ALL PLANT MATERIALS WILL BE INSECT, WEED, AND DISEASE FREE ACCORDING TO
THE REQUIREMENTS OF THE WASHINGTON STATE DEPARTMENT OF AGRICULTURE FOR NURSERY PLANT
MATERIALS SOLD FOR WHOLESALE OR RETAIL. ALL PRUNING WOUNDS MUST BE WELL HEALED AITH NO
EVIDENCE OF DECAY.

TAINTY ASSOCIATED WITH A CONCEPTUAL DESIGN, THESE INSTRUMENTS OF SERVICE SHALL NOT BE USED AS THE BASIS FOR A EINANGIAL EVALUATION OR CONSTRUCTION COST

= ETIN; =Y

ESTIMATING. NO ASSURANCES ARE OFFERED OR IMPLIED AS TO THE OVERALL FEASIBILITY OF THE PROJECT. ALL WORK SHALL BE SUBJECT TO REVIEN AND FINAL APPROVAL BY ALL APPROPRIATE FEDERAL, STATE AND LOCAL AGENCIES AND SHALL CONTAIN THE PROFESSIONAL SEAL AND SIGNATURE OF ALL REQUIRED DESIGN PROFESSIONALS PRIOR TO ANY USE OF THESE DOCUMENTS. PLANNING SOLUTIONS, INC. AND ITS CONSULTANTS SHALL BE DEEMED THE AUTHORS AND OANERS OF THEIR RESPECTIVE INSTRUMENTS OF SERVICE AND SHALL RETAIN ALL COMMON LAW, STATUTORY AND OTHER RESERVED RIGHTS, INCLUDING COPYRIGHTS.
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VANCOUVER, WA 98662

VOICE: 360-760-9000 FAX: 360-713-6102

www.planningsolutionsinc.com
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Vancouver, Washington
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