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165'-0" (TOP OF MONOPOLE)
165'—0" (TOP OF ANTENNAS)

1,600 S.F. (EQUIPMENT, H—FRAME & GENERATOR)

VERIZON WIRELESS PROPOSES TO INSTALL AN UNMANNED TELECOMMUNICATIONS FACILITY CONSISTING OF
THE INSTALLATION OF (6) NEW PANEL ANTENNAS WITH A 165'—0" TIP HEIGHT, (12) RRU'S, (3) HYBRID
CABLES AND (3) RAYCAP SPLITTER/SURGE SUPPRESSORS ON A PROPOSED PLATFORM MOUNT. ALSO
PROPOSED IS THE INSTALLATION OF (2) EQUIPMENT CABINETS, (3) RACK MOUNTED RAYCAP SURGE
SUPPRESSORS & A 20KW GENERAC DIESEL GENERATOR WITHIN A 40'—0"x4Q’-0" FENCED LEASE AREA.

A | 12/16/16 |ISSUED FOR REVIEW

No. Date Revision

LIST OF DRAWINGS

LEGAL DESCRIPTION

SEE SITE SURVEY.

SHEET DESCRIPTION
-1 COVER SHEET
T-2 GENERAL NOTES AND SYMBOLS
Sv1 SITE SURVEY
Sv2 SITE SURVEY
SV3 SITE SURVEY
Sv4 SITE_SURVEY

BOUNDARY PLAN

EXISTING SITE PLAN
PROPOSED SITE PLAN

A-1.3 PROPOSED COMPOUND AND EQUIPMENT PLANS
A-2 PROPOSED ELEVATION

RF—1 PROPOSED ANTENNA CONFIGURATION

L-1 LANDSCAPE PLAN

LANDSCAPE DETAILS

Client:

verizon'

Implementation Team:

Acom

AXE Team:

MORRISON HERSHFIELD

600 STEWART ST, SUITE 200
SEATTLE, WA 98101
Tel: 206.268.7370
www.morrisonhershfield.com

Project Info:

POR
BALD MOUNTAIN

9709 NE 425TH ST
WOODLAND, WA 98674

DRIVING DIRECTIONS

(FROM PORTLAND INTERNATIONAL AIRPORT, OR)

NORTHBOUND ON 1-205
ENTERING WASHINGTON
CONTINUE ON 1-205

KEEP STRAIGHT ONTO I-5 N

AT EXIT 21, TAKE RAMP RIGHT FOR WA-503 EAST TOWARD COUGAR/ WOODLAND
TURN RIGHT ONTO WA-503/ LEWIS RIVER RD, AND THEN IMMEDIATELY TURN RIGHT ONTO E CC ST

ROAD NAME CHANGES TO NW HAYES RD/ NW PACIFIC HWY

KEEP LEFT TO STAY ON NW HAYES RD
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STAY LEFT ON LOCAL ROAD
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WORK SHALL COMPLY WITH ALL APPLICABLE CODES, ORDINANCES, AND REGULATIONS. ALL NECESSARY LICENSES,
CERTIFICATES, ETC., REQUIRED BY AUTHORITY HAVING JURISDICTION SHALL BE PROCURED AND PAID FOR BY THE
CONTRACTOR.

MORRISON HERSHFIELD CORPORATION HAS NOT CONDUCTED, NOR DOES IT INTEND TO CONDUCT ANY INVESTIGATION
AS TO THE PRESENCE OF HAZARDOUS MATERIAL, INCLUDING, BUT NOT LIMITED TO, ASBESTOS WITHIN THE CONFINES
OF THIS PROJECT. MORRISON HERSHFIELD CORPORATION DOES NOT ACCEPT RESPONSIBILITY FOR THE
INDEMNIFICATION, THE REMOVAL, OR ANY EFFECTS FROM THE PRESENCE OF THESE MATERIALS. IF EVIDENCE OF
HAZARDOUS MATERIALS IS FOUND, WORK IS TO BE SUSPENDED AND THE OWNER NOTIFIED. THE CONTRACTOR IS NOT
TO PROCEED WITH FURTHER WORK UNTIL INSTRUCTED BY THE OWNER IN WRITING.

ALL MATERIAL FURNISHED UNDER THIS CONTRACT SHALL BE NEW, UNLESS OTHERWISE NOTED. ALL WORK SHALL BE
GUARANTEED AGAINST DEFECTS IN MATERIALS AND WORKMANSHIP. THE CONTRACTOR SHALL REPAIR OR REPLACE AT
HIS EXPENSE ALL WORK THAT MAY DEVELOP DEFECTS IN MATERIALS OR WORKMANSHIP WITHIN SAID PERIOD OF TIME
OR FOR ONE YEAR AFTER THE FINAL ACCEPTANCE OF THE ENTIRE PROJECT, WHICHEVER IS GREATER.

THE GENERAL CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL EXISTING
CONDITIONS AND UTILITIES AT THE JOB SITE BEFORE WORK IS STARTED. NO CLAIMS FOR EXTRA COMPENSATION FOR
WORK WHICH COULD HAVE BEEN FORESEEN BY AN INSPECTION, WHETHER SHOWN ON THE CONTRACT DOCUMENTS OR
NOT, WILL BE ACCEPTED OR PAID.

THE GENERAL CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING DIMENSIONS AND
CONDITIONS AT THE JOB SITE WHICH COULD AFFECT THE WORK UNDER THIS CONTRACT. ALL MANUFACTURERS
RECOMMENDED SPECIFICATIONS, EXCEPT THOSE SPECIFICATIONS HEREIN, WHERE MOST STRINGENT SHALL BE COMPLIED
WITH.

THE CONTRACTOR SHALL VERIFY AND COORDINATE SIZE AND LOCATION OF ALL OPENINGS FOR STRUCTURAL,
MECHANICAL, ELECTRICAL, PLUMBING, CIVIL, OR ARCHITECTURAL WORK.

THE CONTRACTOR SHALL VERIFY THAT NO CONFLICTS EXIST BETWEEN THE LOCATIONS OF ANY AND ALL MECHANICAL,
ELECTRICAL, PLUMBING, OR STRUCTURAL ELEMENTS, AND THAT ALL REQUIRED CLEARANCES FOR INSTALLATION AND
MAINTENANCE ARE MET. NOTIFY THE CONSULTANT OF ANY CONFLICTS. THE CONSULTANT HAS THE RIGHT TO MAKE
MINOR MODIFICATIONS IN THE DESIGN OF THE CONTRACT WITHOUT THE CONTRACTOR GETTING ADDITIONAL
COMPENSATION.

DO NOT SCALE THE DRAWINGS. DIMENSIONS ARE EITHER TO THE FACE OF FINISHED ELEMENTS OR TO THE CENTER
LINE OF ELEMENTS, UNLESS NOTED OTHERWISE. CRITICAL DIMENSIONS SHALL BE VERIFIED AND NOTIFY THE
CONSULTANT OF ANY DISCREPANCIES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR DAILY CLEAN UP OF ALL TRADES AND REMOVE ALL DEBRIS FROM
THE CONSTRUCTION SITE. AT THE COMPLETION OF THE PROJECT, THE CONTRACTOR SHALL THOROUGHLY CLEAN THE
BUILDING, SITE, AND ANY OTHER SURROUNDING AREAS TO A BETTER THAN EXISTING CONDITION.

THE CONTRACTOR IS RESPONSIBLE FOR ADEQUATELY BRACING AND PROTECTING ALL WORK DURING CONSTRUCTION
AGAINST DAMAGE, BREAKAGE, COLLAPSE, ETC. ACCORDING TO APPLICABLE CODES, STANDARDS, AND GOOD
CONSTRUCTION PRACTICES.

THE CONTRACTOR SHALL MEET ALL OSHA REQUIREMENTS FOR ALL INSTALLATIONS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGES TO THE EXISTING CONSTRUCTION AND REPAIR ALL
DAMAGES TO BETTER THAN NEW CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY DAMAGE TO
THE BUILDING SITE OR ANY ADJACENT STRUCTURES AROUND THE PROJECT. THE CONSULTANT SHALL BE SOLE AND
FINAL JUDGE AS TO THE QUALITY OF THE REPAIRED CONSTRUCTION. ANY ADDITIONAL MODIFICATIONS WHICH MUST BE
MADE SHALL BE MADE AT THE CONTRACTOR'S EXPENSE.

WHERE ONE DETAIL IS SHOWN FOR ONE CONDITION, IT SHALL APPLY FOR ALL LIKE OR SIMILAR CONDITIONS, EVEN
THOUGH NOT SPECIFICALLY MARKED ON THE DRAWINGS OR REFERRED TO IN THE SPECIFICATIONS, UNLESS NOTED
OTHERWISE.

WHERE NEW PAVING, CONCRETE SIDEWALKS OR PATHS MEET EXISTING CONSTRUCTION, THE CONTRACTOR SHALL MATCH
THE EXISTING PITCH, GRADE, AND ELEVATION SO THE ENTIRE STRUCTURE SHALL HAVE A SMOOTH TRANSITION.

THE CONTRACTOR SHALL MODIFY THE EXISTING FLOORS, WALL, CEILING, OR OTHER CONSTRUCTION AS REQUIRED TO
GAIN ACCESS TO AREAS FOR ALL MECHANICAL, PLUMBING, ELECTRICAL, OR STRUCTURAL MODIFICATIONS. WHERE THE
EXISTING CONSTRUCTION DOORS, PARTITIONS, CEILING, ETC., ARE TO BE REMOVED, MODIFIED, OR REARRANGED OR
WHERE THE EXPOSED OR HIDDEN MECHANICAL, ELECTRICAL, SYSTEMS ARE ADDED OR MODIFIED, THE GENERAL
CONTRACTOR SHALL REPAIR, PATCH AND MATCH ALL EXISTING CONSTRUCTION AND FINISHES OF ALL FLOORS WALLS
AND CEILINGS. WHERE CONCRETE MASONRY CONSTRUCTION IS MODIFIED, THE CONTRACTOR SHALL TOOTH IN ALL NEW
CONSTRUCTION TO MATCH THE EXISTING BOND. WHERE CONCRETE CONSTRUCTION IS MODIFIED, THE CONTRACTOR
SHALL VERIFY THE EXACT DETAILS TO BE USED FOR CONSTRUCTION. ALL WORK SHALL BE COVERED UNDER THE
GENERAL CONTRACT.

VERIFY ALL EXISTING DIMENSIONS PRIOR TO PERFORMING WORK.
VERIFY LOCATION OF ALL BURIED UTILITIES PRIOR TO ANY EXCAVATION.

THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR APPLYING FOR COMMERCIAL POWER IMMEDIATELY UPON
AWARD OF CONTRACT. THE GENERAL CONTRACTOR IS REQUIRED TO KEEP ALL DOCUMENTATION RECEIVED FROM THE
POWER COMPANY, ACKNOWLEDGING APPLICATION FOR POWER, WRITTEN AND VERBAL DISCUSSIONS WITH THE POWER
COMPANY, ETC.

THE GENERAL CONTRACTOR SHALL OBTAIN WRITTEN CONFIRMATION OF THE EXPECTED DATE OF COMPLETION OF THE
POWER CONNECTION FROM THE POWER COMPANY.

IF THE POWER COMPANY IS UNABLE TO PROVIDE THE POWER CONNECTION BY OWNER’S REQUIRED DATE, THE
GENERAL CONTRACTOR SHALL PROVIDE AND MAINTAIN A TEMPORARY GENERATOR UNTIL THE POWER COMPANY
CONNECTION IS COMPLETED. COSTS ASSOCIATED WITH THE TEMPORARY GENERATOR TO BE APPROVED BY THE OWNER.

IF THE GENERAL CONTRACTOR FAILS TO TAKE NECESSARY MEASURES AS DESCRIBED IN NOTES 18, 19 AND 20
ABOVE, THE GENERAL CONTRACTOR SHALL PROVIDE A TEMPORARY GENERATOR AT NO COST TO THE OWNER.

PLANS PART OF THIS SET ARE COMPLEMENTARY. INFORMATION IS NOT LIMITED TO ONE PLAN. DRAWINGS AND
SPECIFICATIONS ARE INSTRUMENTS OF SERVICE AND SHALL REMAIN THE PROPERTY OF THE ARCHITECT, WHETHER THE
PROJECT FOR WHICH THEY ARE MADE IS EXECUTED OR NOT. THEY ARE NOT TO BE USED BY THE OWNER ON OTHER
PROJECTS OR EXTENSION TO THIS PROJECT EXCEPT BY AGREEMENT IN WRITING AND WITH APPROPRIATE
COMPENSATION TO THE ARCHITECT. THESE PLANS WERE PREPARED TO BE SUBMITTED TO GOVERNMENTAL BUILDING
AUTHORITIES FOR REVIEW FOR COMPLIANCE WITH APPLICABLE CODES AND IT IS THE SOLE RESPONSIBILITY OF THE
OWNER AND/OR CONTRACTOR TO BUILD ACCORDING TO APPLICABLE BUILDING CODES.

IF CONTRACTOR OR SUB—CONTRACTOR FIND IT NECESSARY TO DEVIATE FROM ORIGINAL APPROVED PLANS, THEN IT IS
THE CONTRACTOR'S AND THE SUB—CONTRACTOR'S RESPONSIBILITY TO PROVIDE THE ARCHITECT WITH 4 COPIES OF
THE PROPOSED CHANGES FOR HIS APPROVAL BEFORE PROCEEDING WITH THE WORK. IN ADDITION THE CONTRACTOR
AND SUB—CONTRACTORS SHALL BE RESPONSIBLE FOR PROCURING ALL NECESSARY APPROVALS FROM THE BUILDING
AUTHORITIES FOR THE PROPOSED CHANGES BEFORE PROCEEDING WITH THE WORK. THE CONTRACTOR AND
SUB—CONTRACTORS SHALL BE RESPONSIBLE FOR PROCURING ALL NECESSARY INSPECTIONS AND APPROVALS FROM
BUILDING AUTHORITIES DURING THE EXECUTION OF THE WORK.

IN EVERY EVENT, THESE CONSTRUCTION DOCUMENTS AND SPECIFICATIONS SHALL BE INTERPRETED TO BE A MINIMUM
ACCEPTABLE MEANS OF CONSTRUCTION BUT THIS SHALL NOT RELIEVE THE CONTRACTOR, SUB—CONTRACTOR, AND/OR
SUPPLIER/MANUFACTURER FROM PROVIDING A COMPLETE AND CORRECT JOB WHEN ADDITIONAL ITEMS ARE REQUIRED
TO THE MINIMUM SPECIFICATION. IF ANY ITEMS NEED TO EXCEED THESE MINIMUM SPECIFICATIONS TO PROVIDE A
COMPLETE, ADEQUATE AND SAFE WORKING CONDITION, THEN IT SHALL BE THE DEEMED AND UNDERSTOOD TO BE
INCLUDED IN THE DRAWINGS. FOR EXAMPLE, IF AN ITEM AND/OR PIECE OF EQUIPMENT REQUIRES A LARGER WIRE
SIZE (I.E. ELECTRICAL WIRE), STRONGER OR LARGER PIPING, INCREASED QUANTITY (I.E. STRUCTURAL ELEMENTS),
REDUCED SPACING, AND/OR INCREASED LENGTH (l.E. BOLT LENGTHS, BAR LENGTHS) THEN IT SHALL BE DEEMED AND
UNDERSTOOD TO BE INCLUDED IN THE BID/PROPOSAL. THESE DOCUMENTS ARE MEANT AS A GUIDE AND ALL ITEMS
REASONABLY INFERRED SHALL BE DEEMED TO BE INCLUDED.

THESE CONTRACT DOCUMENTS AND SPECIFICATIONS SHALL NOT BE CONSTRUED TO CREATE A CONTRACTUAL
RELATIONSHIP OF ANY KIND BETWEEN THE ARCHITECT AND THE CONTRACTOR.

CONTRACTOR & ANY SUBCONTRACTORS TO MAINTAIN KEEPING THE ROAD ACCESS GATE LOCKED AT ALL TIMES.
IN. RAWLAND CONDITIONS, TOWER FOUNDATION STRUCTURAL STEEL TO BE GROUNDED PRIOR TO CONCRETE POUR.

TOWER FOUNDATION STRUCTURAL STEEL TO BE CONNECTED TO PERMANENT GROUND ROD PRIOR TO TOWER ERECTION.
TOWER GROUND MUST BE MAINTAINED AT ALL TIMES.

ALL THREADED STRUCTURAL FASTENERS FOR ANTENNA SUPPORT ASSEMBLES SHALL CONFORM TO ASTM A307 OR
ASTM A36. ALL STRUCTURAL FASTENERS FOR STRUCTURAL STEEL FRAMING SHALL CONFORM TO ASTM A325.
FASTENERS SHALL BE 5/8” MIN. DIA. BEARING TYPE CONNECTIONS WITH THREADS EXCLUDED FROM THE PLANE. ALL
EXPOSED FASTENERS, NUTS, AND WASHERS SHALL BE GALVANIZED OTHERWISE NOTED. CONCRETE EXPANSION
ANCHORS SHALL BE HILTI KWIK BOLTS UNLESS OTHER WISED NOTED. ALL ANCHORS INTO CONCRETE SHALL BE
STAINLESS STEEL.

2. THE CONTRACTOR SHALL FURNISH ALL CONNECTION HARDWARE REQUIRED TO SECURE THE CABLES. CONNECTION
HARDWARE SHALL BE STAINLESS STEEL.

3. NORTH ARROW SHOWN ON PLANS REFERS TO TRUE NORTH. CONTRACTOR SHALL VERIFY NORTH AND NOTIFY
CONSULTANT OF ANY DISCREPANCY BEFORE STARTING CONSTRUCTION.

4. PROVIDE LOCK WASHERS FOR ALL MECHANICAL CONNECTIONS FOR GROUND CONDUCTORS. USE STAINLESS STEEL
HARDWARE THROUGHOUT.

5. THOROUGHLY REMOVE ALL PAINT AND CLEAN ALL DIRT FROM SURFACES REQUIRING GROUND CONNECTIONS.

6. MAKE ALL GROUND CONNECTIONS AS SHORT AND DIRECT AS POSSIBLE. AVOID SHARP BENDS. ALL BENDS TO BE A
MIN. OF 8" RADIUS

7. FOR GROUNDING TO BUILDING FRAME & HATCH PLATE GROUND BARS. USE A TWO—-BOLT HOLE NEMA DRILLED
CONNECTOR SUCH AS T&B 32007 OR APPROVED EQUAL

8. FOR ALL EXTERNAL GROUND CONNECTIONS, CLAMPS & CADWELDS, APPLY A LIBERAL PROTECTIVE COATING OR AN
ANTI-OXIDE COMPOUND SUCH AS "NO—OXIDE A" BY DEARBORN CHEMICAL COMPANY.

9. REPAIR ALL GALVANIZED SURFACES THAT HAVE BEEN DAMAGED BY THERMO-WELDING. USE ERICO T—319 GALVANIZING
BAR/COLD GALVANIZING PAINT.

10. SEAL ALL CONDUIT PENETRATIONS INTO MODULAR BUILDING WITH A SILICONE SEALANT AND ALL CONDUIT OPENINGS.

11. ALL COAXIAL CABLE WILL BE SECURED TO THE DESIGNED SUPPORT STRUCTURE AT DISTANCES NOT TO EXCEED 3’ OR
THE CABLE MANUFACTURES SPECIFICATIONS WHICHEVER IS LESS, WITH HARDWARE SPECIFIED IN THE COAXIAL CABLE
ROUTING DETAILS OF THE SUPPLIED STRUCTURAL REPORT.

12. THE COAXIAL ANTENNA CABLE INSTALLER SHALL BE RESPONSIBLE FOR PERFORMING AND SUPPLYING THREE (3)
TYPEWRITTEN SWEEP TESTS (ANTENNA RETURN LOSS TEST). THIS TEST SHALL BE PERFORMED TO THE SPECIFICATIONS
AND PARAMETERS OUTLINED BY THE VERIZON WIRELESS RADIO FREQUENCY THRU ENGINEER. THIS TEST SHALL BE
PERFORMED PRIOR TO FINAL ACCEPTANCE OF THE SITE. (1) COPY TO BE PLACED IN SHELTER.

13. THE COAXIAL ANTENNA CABLE INSTALLER SHALL BE RESPONSIBLE FOR PERFORMING AND SUPPLYING VERIZON
WIRELESS WITH THREE TYPE WRITTEN TIME DOMAIN REFLECTOMETER TESTS TO VERIFY CABLE LENGTH AND TO CHECK
FOR WATER DAMAGE.

14. VAPOR WRAP WILL BE USED TO SEAL ALL CONNECTIONS.

15. ALL JUMPERS TO THE ANTENNAS FROM THE MAIN TRANSMISSION LINE WILL BE 1/2" DIA, AND SHALL NOT EXCEED
6 —0"

16. ALL MAIN TRANSMISSION CABLE WILL BE TERMINATED AT A VERIZON WIRELESS POLYPHASER PROTECTOR LOCATED
WITHIN 1'=0" OF THE EQUIPMENT SHELTER.

17. ANTENNA CABLE LENGTHS HAVE BEEN DETERMINED BASED ON THESE PLANS, CABLE LENGTHS LISTED ARE
APPROXIMATED AND ARE NOT INTENDED TO BE USED FOR FABRICATION DUE TO FIELD CONDITIONS ACTUAL CABLE
LENGTHS REQUIRE. CONTRACTOR MUST FIELD VERIFY ANTENNA CABLE LENGTHS PRIOR TO ORDER.

18. ALL MAIN CABLES WILL BE COLOR CODED AT FOUR LOCATIONS: A) AT ANTENNA PRIOR TO JUMPER, B) AT THE
BOTTOM OF THE TOWER, C) EXTERIOR PART OF THE WAVE GUIDE ENTRY PORT (AT THE SHELTER/CABINET WALL), D)
INTERIOR OF THE SHELTER/CABINET.

19. ALL MAIN CABLES WILL BE GROUNDED AT: A) AT THE ANTENNA MOUNTING PIPE, B) MIDDLE OF THE CABLE RUN IF
OVER 200°, C) PRIOR TO ENTERING EQUIPMENT SHELTER/CABINET (WITHIN 1’ OF ENTRY).

20. PROVIDE AT LEAST 6” OF SLACK IN THE MAIN COAXIAL CABLES AT THE TOWER TOP TO PROVIDE FOR FUTURE
CONNECTOR REPLACEMENT.

21. PROVIDE A CABLE DRIP LOOP AT THE BOTTOM OF THE TOWER BELOW THE TOWER BOTTOM GROUND CONNECTIONS
AND AS THE CABLE TRANSITIONS TO THE SHELTER/CABINET.

22. ANTENNAS AND COAX TO BE PROVIDED BY VERIZON WIRELESS, CONTRACTOR TO COORDINATE DELIVERY.

1. THIS IS AN UNMANNED FACILITY AND RESTRICTED ACCESS EQUIPMENT AND WILL BE USED FOR THE TRANSMISSION OF
RADIO SIGNALS FOR THE PURPOSE OF PROVIDING PUBLIC CELLULAR SERVICE.

2. VERIZON WIRELESS CERTIFIES THAT THIS TELEPHONE EQUIPMENT FACILITY WILL BE SERVICED ONLY BY VERIZON
WIRELESS EMPLOYEE SERVICE PERSONNEL FOR REPAIR PURPOSES ONLY. THIS FACILITY IS UNOCCUPIED AND NOT
DESIGNED FOR HUMAN OCCUPANCY THUS IT IS NOT OPEN TO THE PUBLIC.

3. THIS FACILITY WILL CONSUME NO UNRECOVERABLE ENERGY.

4. NO POTABLE WATER SUPPLY IS TO BE PROVIDED AT THIS LOCATION.

5. NO WASTE WATER WILL BE GENERATED AT THIS LOCATION.

6. NO SOLID WASTE WILL BE GENERATED AT THIS LOCATION.

7. VERIZON WIRELESS MAINTENANCE CREW (TYPICALLY ONE PERSON) WILL MAKE AN AVERAGE OF ONE TRIP PER MONTH

AT ONE HOUR PER VISIT.
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THE EXISTING CONDITIONS REPRESENTED HEREIN ARE BASED ON VISUAL OBSERVATIONS AND INFORMATION PROVIDED BY
OTHERS. MORRISON HERSHFIELD CORPORATION CANNOT GUARANTEE THE CORRECTNESS NOR COMPLETENESS OF THE
EXISTING CONDITIONS SHOWN AND ASSUMES NO RESPONSIBILITY THEREOF. CONTRACTOR AND HIS SUB—CONTRACTORS
SHALL VISIT THE SITE AND VERIFY ALL EXISTING CONDITIONS AS REQUIRED FOR PROPER EXECUTION OF PROJECT. REPORT
ANY CONFLICTS OR DISCREPANCIES TO THE CONSULTANT PRIOR TO CONSTRUCTION.
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LEGAL DESCRIPTION

EASEMENTS & CORRESPONDS WITH ITEM NUMBER IN 'SCHEDULE B’ OF TITLE REPORT.

LATITUDE/LONGITUDE POSITION

LEGEND

THE LAND IN THE COUNTY OF CLARK, STATE OF WASHINGTON, DESCRIBED AS FOLLOWS:

PARCEL I

THE EAST HALF OF THE WEST HALF OF THE SOUTH HALF OF THE SOUTHEAST QUARTER OF SECTION 8, TOWNSHIP 5
NORTH, RANGE 2 EAST OF THE WILLAMETTE MERIDIAN, RECORDS OF CLARK COUNTY, WASHINGTON.

PARCEL Il

A NON—-EXCLUSIVE PERMANENT EASEMENT AS DESCRIBED IN INSTRUMENT RECORDED MAY 13, 1988, UNDER
AUDITOR'S FILE NO. 8805130105.

PARCEL Il

A NON—EXCLUSIVE PERMANENT EASEMENT FOR INGRESS, EGRESS AND UTILITIES AS DESCRIBED IN INSTRUMENT
RECORDED APRIL 8, 2002, UNDER AUDITOR'S FILE NO. 3448963.

THE FOLLOWING EASEMENTS FROM THE REFERENCED TITLE REPORT CONTAIN SUFFICIENT INFORMATION TO BE
DEPICTED ON THE PLAN. OTHER EASEMENTS OR ENCUMBRANCES, IF ANY, MAY AFFECT THE PROPERTY, BUT LACK
SUFFICIENT INFORMATION TO BE SHOWN.

MINERAL RESERVATIONS, RECORDING NO. 8711300203, RECORDS OF CLARK COUNTY — AFFECTS ENTIRE
PARENT PARCEL AND OTHERS, NOT SHOWN

EASEMENTS FOR INGRESS, EGRESS AND CONNECTION TO AND MAINTENANCE OF UTILITIES, RECORDING
NO. 3448963, RECORDS OF CLARK COUNTY — PORTION SHOWN NEAR PROPERTY

ROAD MAINTENANCE AGREEMENT, RECORDING NO. 34483963, RECORDS OF CLARK COUNTY — PORTION
SHOWN NEAR PROPERTY

EASEMENT FOR INGRESS & EGRESS, RECORDING NO. 3727851, RECORDS OF CLARK COUNTY —
EASEMENT IS OFF SITE, NOT SHOWN

WATER SYSTEM EASEMENT, RECORDING NO. 3727852, RECORDS OF CLARK COUNTY — SHOWN

MATTERS CONTAINED IN SURVEY, RECORDED IN BOOK 54, PAGE 139, RECORDS OF CLARK COUNTY —
EASEMENT SHOWN PER OTHER EXCEPTIONS — NOTHING ELSE TO SHOW

A\
/A
/A
/o
I\

COORDINATE DATA AT PROPOSED MONOPOLE LOCATION:
NAD 83

LAT — 45'55°29.34” N NAVD 88
LONG — 122'34'57.57" W ELEV.= 1043.5 FEET
]

BENCHMARK IS "P446"
NGS GPS CORS STATION.
ELEV = 18.0

‘NAVD 88

ELEVATION DERIVED USING GPS. ACCURACY
MEETS OR EXCEEDS 1A STANDARDS AS DEFINED
ON THE FAA ASAC INFORMATION SHEET 91:003.

NOTES

1) TITLE ISSUED BY FIRST AMERICAN TITLE INSURANCE
COMPANY, ORDER NO. 2789120, EFFECTIVE DATE
SEPTEMBER 27, 2016.

2) FIELD WORK CONDUCTED IN OCTOBER, 2016.

3) BASIS OF BEARING: WASHINGTON STATE PLANE
COORDINATE SYSTEM, SOUTH ZONE (NAD83).

4)  UNDERGROUND UTILITIES SHOWN HEREON, IF ANY,

SUBJECT BOUNDARY LINE

RIGHT—OF—WAY CENTERLINE
— RIGHT-OF—-WAY LINE

—— ADJACENT BOUNDARY LINE
—— SECTIONAL BREAKDOWN LINE

opP OVERHEAD POWER LINE

upP BURIED POWER LINE

G BURIED GAS LINE

ot OVERHEAD TELEPHONE LINE
ut BURIED TELEPHONE LINE

w BURIED WATER LINE

ss BURIED SANITARY SEWER
SD BURIED STORM DRAIN

—— DITCH LINE/FLOW LINE

OO0 ROCK RETAINING WALL
YT TYTYTY YN VEGETATION LINE

CHAIN LINK FENCE

verizon

l ' 1
MORRISON HERSHFIELD
10900 NE 8TH ST., SUITE 810
BELLEVUE, WA 98004

Tel: 425.451.1301 Fax: 425.451.1369
www.morrisonhershfield.com

WERE DELINEATED FROM SURFACE EVIDENCE AND/OR
UTILITY COMPANY RECORDS. CRITICAL LOCATIONS
SHOULD BE VERIFIED PRIOR TO DESIGN AND
CONSTRUCTION.
PAD MOUNTED TRANSFORMER 5) FEMA DESIGNATION: ZONE X (AREAS DETERMINED TO
w & TELEPHONE PEDESTAL BE OUTSIDE THE ANNUAL 0.2% CHANCE FLOODPLAIN)
5w ZONE, PANEL 100 OF 600, FIRM MAP NUMBER
S o 53011C0100D, EFFECTIVE DATE SEPTEMBER 5, 2012.
8= - T L ;
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SITE DETAIL — NOT TO SCALE —

—o——0 WOOD FENCE
—x BARBED WIRE/WIRE FENCE
[A] TRANSFORMER <O~ FIRE HYDRANT
X LIGHT STANDARD X GATE VALVE
[P] POWER VAULT B WATER METER
K UTILITY BOX Q  FIRE STAND PIPE
o UTILITY POLE B  IRRIGATION CONTROL
€— POLE GUY WIRE O  CATCH BASIN, TYPE |
M GAS VALVE ® CATCH BASIN, TYPE I
© GAS METER o SIGN
TELEPHONE VAULT °  BOLLARD
@®  TEL. MANHOLE = MAIL BOX
o TELEPHONE RISER 234.21 SPOT ELEVATION

NOTE:

1) ALL ELEVATIONS SHOWN ARE ABOVE MEAN SEA LEVEL
(AMSL) AND ARE REFERENCED TO THE NAVD88 DATUM.

2) ALL TOWER, TREE AND APPURTENANCE HEIGHTS ARE
ABOVE GROUND LEVEL (AGL) AND ARE ACCURATE TO
+ 0.5 FEET OR + 1% OF TOTAL HEIGHT, WHICHEVER IS
GREATER.

TREE LEGEND

O

DUNCANSON

Company, Inc.

145 SW 155th Street, Suite 102
Seattle, Washington 98166
Phone 206.244.4141
Fax 206.244.4455

SITE

POR BALD MTN

9709 NE 425TH STREET
WOODLAND, WA 98674

AL=ALDER
MP=MAPLE
DS=DECIDUOUS
MA=MADRONA
OK=0AK
CH=CHERRY

DECIDUOUS TREE

AL12 ——TRUNK DIAMETER (IN)
TYPE

CE=CEDAR
DF=DOUGLAS FIR
HE=HEMLOCK
PI=PINE
EVG=EVERGREEN

EVERGREEN TREE

DF18
195.2

HEIGHT AGL IF MEASURED
NOTE:
TREE DRIP LINES ARE NOT TO SCALE. TREE SYMBOLS
REFERENCE TRUNK LOCATION ONLY. TRUNK DIAMETERS
WERE APPROXIMATED AT 3.5 TO 4° ABOVE GROUND LEVEL.
TREES SHOWN ARE FOR REFERENCE ONLY AND OTHER
TREES AND VEGETATION MAY EXIST.

SITE INFORMATION

THIS DRAWING WAS CREATED FOR THE
EXCLUSVE USE OF THE CLIENT NAMED HEREON,
AND IS NOT TO BE USED IN WHOLE OR IN PART

WITHOUT WRITTEN AUTHORIZATION FROM

SAID CLIENT.
©2016, DUNCANSON COMPANY, INC.

FLD. CREW: PN /RLP

FLD. BOOK: 422 /42

DRAWN BY: RLP

JOB #: 99544.1413

DATE: 11/01/16

REVISIONS

DATE DESCRIPTION BY

261109000

9709 NE 425TH STREET
WOODLAND, WA 98674
JASON WENDLING
614-519-8492

FR80 (CLARK COUNTY)
777,793+ S.F.(17.86 AC.)
1,600 S.F.

TAX LOT NUMBER
SITE ADDRESS

SITE CONTACT
PHONE NUMBER
ZONING

TOTAL LOT AREA
PROJECT AREA

2/06/18 | ADDED GIS CONTOURS  |RLP

ADDED ADJOINING

7/24/17 TITLE REPORTS

SURVEY REFERENCE

1. SURVEY, RECORDED IN BOOK 54, PAGE 139,
RECORDS OF CLARK COUNTY.

BOUNDARY DISCLAIMER

THIS PLAN DOES NOT REPRESENT A BOUNDARY
SURVEY. SUBJECT AND ADJACENT PROPERTY LINES
ARE DEPICTED USING FIELD—FOUND EVIDENCE AND
RECORD INFORMATION.
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CAUTION!

UNDERGROUND UTILITIES EXIST IN THE AREA AND
UTILITY INFORMATION SHOWN MAY BE INCOMPLETE.
STATE LAW REQUIRES THAT CONTRACTOR CONTACT THE
ONE—-CALL UTILITY LOCATE SERVICE AT LEAST 48
HOURS BEFORE STARTING ANY CONSTRUCTION.

1-800-424-5555

SHEET TITLE
EXISTING SITE SURVEY
SEC 8, TWP 5N, RNG 2 E, WM

SHEET NUMBER

SVi




LEGAL DESCRIPTION TAX LOT 26133700

PARCEL 1

TRACT 2 OF RECORD OF SURVEY FOR BUCK MOUNTAIN TIMBER, INC., RECORDED UNDER BOOK 29 OF SURVEYS,
PAGE 198, BEING A PORTION OF THE SOUTHWEST QUARTER OF SECTION 9, TOWNSHIP 5 NORTH, RANGE 2 EAST OF
THE WILLAMETTE MERIDIAN, CLARK COUNTY, WASHINGTON, DESCRIBED AS FOLLOWS:

BEGINNING AT THE SOUTHWEST CORNER OF SAID SECTION 9; THENCE NORTH 0'2618”"WEST ALONG THE WEST LINE
OF SAID SECTION 9, A DISTANCE OF 939.65 FEET; THENCE SOUTH 89"13'30"EAST A DISTANCE

OF 543.85 FEET; THENCE NORTH 0°26"8”"WEST A DISTANCE OF 350.89 FEET TO THE CENTER LINE OF A

ROAD; THENCE SOUTH 81°3418”"EAST ALONG SAID CENTER LINE A DISTANCE OF 26.62 FEET; THENCE ALONG SAID
CENTER LINE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE

OF 54.47 FEET; THENCE NORTH 6713'04"EAST ALONG SAID CENTER LINE A DISTANCE OF 113.89 FEET; THENCE
ALONG SAID CENTER LINE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF $0.00 FEET, A DISTANCE
OF 134.72 FEET; THENCE SOUTH 27°01'08"EAST ALONG SAID CENTER LINE A DISTANCE OF 121.44 FEET; THENCE
ALONG SAID CENTER LINE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF $90.00 FEET, A DISTANCE
OF 85.80 FEET; THENCE SOUTH 0°2618”"EAST A DISTANCE OF 1148.76 FEET TO THE SOUTH LINE OF SAID

SECTION 9; THENCE NORTH 96'42'50"WEST ALONG SAID SOUTH LINE A DISTANCE OF 888.70 FEET TO THE POINT OF
BEGINNING.

PARCEL 1A

A 60 FOOT ROAD AND UTILITY EASEMENT TO BE USED IN COMMON WITH OTHERS, LYING 30 FEET ON EACH SIDE OF
THE FOLLOWING DESCRIBED LINE.

COMMENCING AT THE SOUTHWEST CORNER OF THE NORTHWEST QUARTER OF SAID SECTION 9; THENCE

NORTH 2°30°45"EAST, A DISTANCE OF 318.35 FEET TO THE SOUTHERLY RIGHT OF WAY OF COUNTY ROAD

NO. 16; THENCE SOUTH 72°4919"EAST ALONG SAID RIGHT OF WAY A DISTANCE OF 619.89 FEET TO THE TRUE POINT
OF BEGINNING OF THIS DESCRIBED EASEMENT; THENCE SOUTH 30°50°56"WEST A DISTANCE OF 25.00 FEET; THENCE
ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE OF 18.58 FEET; THENCE
SOUTH 41°29'47"WEST A DISTANCE OF 164.85 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A
RADIUS OF 150.00 FEET A DISTANCE OF 75.25 FEET; THENCE SOUTH 12°4515"WEST A DISTANCE

OF 65.33 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 381.39 FEET A DISTANCE
OF 118.07 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 94.67 FEET A DISTANCE
OF 56.68 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 199.84 FEET A DISTANCE
OF 58.01 FEET; THENCE SOUTH 12°49'04”"WEST A DISTANCE OF 404.57 FEET; THENCE ALONG A CURVE CONCAVE TO
THE LEFT, HAVING A RADIUS OF 90.00 FEET A DISTANCE OF 148.27 FEET; THENCE SOUTH 81'3418"EAST A
DISTANCE OF 231.25 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 100.00 FEET A
DISTANCE OF 54.47 FEET; THENCE NORTH 67°13'04"EAST A DISTANCE OF 113.89 FEET, THENCE ALONG A CURVE
CONCAVE TO THE RIGHT, HAVING A RADIUS OF 90.00 FEET A DISTANCE OF 134.72 FEET; THENCE

SOUTH 27°01'08"EAST A DISTANCE OF 121.44 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A
RADIUS OF 90.00 FEET A DISTANCE OF 85.80 FEET TO THE END OF THIS EASEMENT.

ALSO AN EASEMENT FOR INGRESS AND EGRESS AS DESCRIBED UNDER INSTRUMENT RECORDED
OCTOBER 1, 2003, UNDER AUDITOR'S FILE NO. 3727851 RECORDS OF CLARK COUNTY, WASHINGTON.
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40' ROAD EASEMENT (PARCEL 1)
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PARCEL Il
( ) ROAD 60" ROAD EASEMENT
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DRAINFIELD AREA

HOUSE UNDER
CONSTRUCTION \

NO2'30°00°€ 1173.81"
\
——

LATITUDE /LONGITUDE
POSITION
PROPOSED MONOPOLE

/ LOCATION
PROPOSED 40'X40’ ’
/ LEASED PREMISES

FOUND BAR & CAP
"LAWSON 11989)

678.69'(M) 678.79'(R1)
588'37'45"W

TAX LOT 263027000

EASEMENTS  /A\ CORRESPONDS WITH ITEM NUMBER IN *SCHEDULE B OF TITLE REPORT LATITUDE/LONGITUDE POSITION LEGEND
THE FOLLOWING EASEMENTS FROM THE REFERENCED TITLE REPORT CONTAIN SUFFICIENT INFORMATION TO BE COORDINATE DATA AT PROPOSED MONOPOLE LOCATION: SUBJECT BOUNDARY LINE
DEPICTED ON THE PLAN. OTHER EASEMENTS OR ENCUMBRANCES, IF ANY, MAY AFFECT THE PROPERTY, BUT LACK NAD 83
SUFFICIENT INFORMATION TO BE SHOWN. LAT — 45%5'29.34" N NAVD 88 —— — ———— — —— RIGHT-OF—WAY CENTERLINE
ROAD MAINTENANCE AGREEMENT, RECORDING NO. 9302090373, RE—RECORDED,PER 9303250128, LONG — 122'34'57.57" W ELEV.= 1043.5 FEET — —— —— — RIGHT-OF-WAY LINE
RECORDS OF CLARK COUNTY — DOCUMENT NOT RESEARCHED AT THIS TIME, NOT SHOWN 1 ADJACENT BOUNDARY LINE
@ ACCESS TO SPRING, RECORDED IN BOOK 188, PAGE 89, RECORDS OF CLARK COUNTY — DOCUMENT NOT ‘ BENCHMARK IS "P446” I I — SECTIONAL BREAKDOWN LINE
RESEARCHED AT HIS TIME, NOT SHOWN o e s S TATON. . OVERHEAD POWER LINE
INGRESS, EGRESS AND UTILITIES EASEMENT, RECORDING NO. 3345377, RECORDS OF CLARK COUNTY — ELEV = 18.0’ uP BURIED POWER LINE
@ DESCRIPTION IN DOCUMENT DOES NOT CONTAIN EXACT DIRECTIONS AND DISTANCES TO CALCULATE, IT 6 BURIED GAS LINE
DOES DESCRIBED THE ACCESS FROM THE WHY IN THE ROAD HEADING WEST TO THE WEST PROPERTY I
LINE, EASEMENT SHOWN PER AVAILABLE AERIAL IMAGE. ar OVERHEAD TELEPHONE LINE
ELEVATION DERIVED USING GPS. ACCURACY T
INGRESS AND EGRESS EASEMENT, RECORDED IN BOOK 364, PAGE 466, RECORDS OF CLARK COUNTY — MEETS OR EXCEEDS 1A STANDARDS AS DEFINED BURIED TELEPHONE LINE
DOCUMENT IS ILLEGIBLE, NOT SHOWN ON THE FAA ASAC INFORMATION SHEET 91:003. v BURIED WATER LINE
@ MATTERS CONTAINED IN SURVEY, RECORDED IN BOOK 29, PAGE 198, RECORDS OF CLARK COUNTY — NOTES ss BURIED SANITARY SEWER
sD BURIED STORM DRAIN

60" ROAD AND UTILITY EASEMENT SHOWN

1) TITLE ISSUED BY FIDELITY NATIONAL TITLE COMPANY,
ORDER NO. 612843063, EFFECTIVE DATE APRIL 17,
2017.

2) FIELD WORK CONDUCTED IN OCTOBER, 2016.

3) BASIS OF BEARING: WASHINGTON STATE PLANE
COORDINATE SYSTEM, SOUTH ZONE (NAD83).

4)  UNDERGROUND UTILITIES SHOWN HEREON, IF ANY,
WERE DELINEATED FROM SURFACE EVIDENCE AND/OR
UTILITY COMPANY RECORDS. CRITICAL LOCATIONS
SHOULD BE VERIFIED PRIOR TO DESIGN AND
CONSTRUCTION.
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NE TE) ROAD /EASEMENT TAX LOT
/ (PRIVA LOCATION PER AREL, 261339000

TAX LOT
261338000

TAX LOT
261337000

TAX LOT
261299000

NADSS

—— DITCH LINE/FLOW LINE

OO0 ROCK RETAINING WALL
YT TYTYTY YN VEGETATION LINE

— CHAIN LINK FENCE

—o——0 WOOD FENCE
—x BARBED WIRE/WIRE FENCE
[A] TRANSFORMER <O~ FIRE HYDRANT
X LIGHT STANDARD X GATE VALVE
[P] POWER VAULT B WATER METER
K UTILITY BOX Q  FIRE STAND PIPE
o UTILITY POLE B  IRRIGATION CONTROL
€— POLE GUY WIRE O  CATCH BASIN, TYPE |
M GAS VALVE ® CATCH BASIN, TYPE I
© GAS METER o SIGN
TELEPHONE VAULT °  BOLLARD
@®  TEL. MANHOLE = MAIL BOX
o TELEPHONE RISER 234.21 SPOT ELEVATION

NOTE:

1) ALL ELEVATIONS SHOWN ARE ABOVE MEAN SEA LEVEL
(AMSL) AND ARE REFERENCED TO THE NAVD88 DATUM.

2) ALL TOWER, TREE AND APPURTENANCE HEIGHTS ARE
ABOVE GROUND LEVEL (AGL) AND ARE ACCURATE TO
+ 0.5 FEET OR + 1% OF TOTAL HEIGHT, WHICHEVER IS
GREATER.

TREE LEGEND

verizon

l ' 1
MORRISON HERSHFIELD
10900 NE 8TH ST., SUITE 810
BELLEVUE, WA 98004

Tel: 425.451.1301 Fax: 425.451.1369
www.morrisonhershfield.com

O

DUNCANSON

Company, Inc.

145 SW 155th Street, Suite 102
Seattle, Washington 98166
Phone 206.244.4141
Fax 206.244.4455

SITE

POR BALD MTN

9709 NE 425TH STREET
WOODLAND, WA 98674

DECIDUOUS TREE AL=ALDER
MP=MAPLE
DS=DECIDUOUS
AL12 =—TRUNK DIAMETER (IN) MA=MADRONA
OK=0AK
TYPE CH=CHERRY
EVERGREEN TREE CE=CEDAR
DF=DOUGLAS FIR
HE=HEMLOCK
oF18 PI=PINE
195.2 EVG=EVERGREEN

HEIGHT AGL IF MEASURED
NOTE:
TREE DRIP LINES ARE NOT TO SCALE. TREE SYMBOLS
REFERENCE TRUNK LOCATION ONLY. TRUNK DIAMETERS
WERE APPROXIMATED AT 3.5 TO 4° ABOVE GROUND LEVEL.
TREES SHOWN ARE FOR REFERENCE ONLY AND OTHER
TREES AND VEGETATION MAY EXIST.

SITE INFORMATION

TAX LOT NUMBER 261109000

SITE ADDRESS 9709 NE 425TH STREET
WOODLAND, WA 98674
JASON WENDLING
614-519-8492

FR80 (CLARK COUNTY)
1,009,806+ S.F.(23.18 AC.)
1,600 S.F.

SITE CONTACT
PHONE NUMBER
ZONING

TOTAL LOT AREA
PROJECT AREA

THIS DRAWING WAS CREATED FOR THE
EXCLUSVE USE OF THE CLIENT NAMED HEREON,
AND IS NOT TO BE USED IN WHOLE OR IN PART

WITHOUT WRITTEN AUTHORIZATION FROM

SAID CLIENT.
©2016, DUNCANSON COMPANY, INC.

FLD. CREW: PN /RLP

FLD. BOOK: 422 /42

DRAWN BY: RLP

JOB #: 99544.1413

DATE: 11/01/16

REVISIONS

DATE DESCRIPTION BY

2/06/18 | ADDED GIS CONTOURS  |RLP

ADDED ADJOINING RLP

7/24/17 TITLE REPORTS

SURVEY REFERENCE

1. SURVEY RECORDED IN BOOK 54, PAGE 139,
RECORDS OF CLARK COUNTY.

2. SURVEY RECORDED IN BOOK 29, PAGE 198,
RECORDS OF CLARK COUNTY.

BOUNDARY DISCLAIMER

THIS PLAN DOES NOT REPRESENT A BOUNDARY
SURVEY. SUBJECT AND ADJACENT PROPERTY LINES
ARE DEPICTED USING FIELD—FOUND EVIDENCE AND
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GRAPHIC SCALE

[ 25 50 100 200

e e e —

SITE LOCATION

(IN FEET)

Linch=150 ft.
1 inch =1 00ft. (11x17 SHEET)

RECORD INFORMATION.

CAUTION!

UNDERGROUND UTILITIES EXIST IN THE AREA AND
UTILITY INFORMATION SHOWN MAY BE INCOMPLETE.
STATE LAW REQUIRES THAT CONTRACTOR CONTACT THE
ONE—-CALL UTILITY LOCATE SERVICE AT LEAST 48
HOURS BEFORE STARTING ANY CONSTRUCTION.

SHEET TITLE
EXISTING SITE SURVEY
SEC 8, TWP 5N, RNG 2 E, WM

1-800-424-5555

SHEET NUMBER

SV2




LEGAL DESCRIPTION TAX LOT 26133600

PARCEL 1:

TRACT 1 OF RECORD OF SURVEY FOR BUCK MOUNTAIN TIMBER, INC., A PORTION OF THE SOUTHWEST QUARTER OF
THE NORTHWEST QUARTER AND THE SOUTHWEST QUARTER OF SECTION 9, TOWNSHIP 5 NORTH, RANGE 2 EAST,
WILLAMETTE MERIDIAN, ACCORDING TO A SURVEY RECORDED IN BOOK 29 AT PAGE 198, OFFICIAL RECORDS OF
CLARK COUNTY, WASHINGTON, DESCRIBED AS FOLLOWS:

BEGINNING AT THE SOUTHWEST CORNER OF THE NORTHWEST QUARTER OF SAID SECTION 9; THENCE NORTH 2°30°45"
EAST ALONG THE WEST LINE OF SAID NORTHWEST QUARTER A DISTANCE OF 348.20 FEET TO THE CENTER LINE OF
COUNTY ROAD NO. 16; THENCE SOUTH 72°49'19” EAST ALONG SAID CENTER LINE A DISTANCE OF 1038.83 FEET;
THENCE ALONG SAID CENTER LINE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 1146.00 FEET, A
DISTANCE OF 192.58 FEET TO THE NORTH LINE OF THE SOUTHWEST QUARTER OF SAID SECTION 8; THENCE SOUTH
89°57'30” WEST ALONG SAID NORTH LINE A DISTANCE OF 643.39 FEET TO THE NORTHWEST CORNER OF A TRACT
DESCRIBED IN DEED RECORDED UNDER AUDITOR’S FILE NO. G 74178; THENCE SOUTH 0°26'31" WEST A DISTANCE OF
555.98 FEET TO THE SOUTHWEST CORNER OF SAID TRACT; THENCE SOUTH 89'13'30” EAST ALONG THE SOUTH LINE
OF SAID TRACT A DISTANCE OF 313.66 FEET; THENCE SOUTH 0°26'18" EAST A DISTANCE OF 372.52 FEET TO THE
CENTER LINE OF A ROAD; THENCE NORTH 27°01'08” WEST ALONG SAID CENTER LINE A DISTANCE OF 30.86 FEET;
THENCE ALONG SAID CENTER LINE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 90.00 FEET A
DISTANCE OF 134.72 FEET; THENCE SOUTH 67°13'04” WEST ALONG SAID CENTER LINE A DISTANCE OF 113.89 FEET;
THENCE ALONG SAID CENTER LINE ALONG A CURVE CONCAVE TO RIGHT, HAVING A RADIUS OF 100.00 FEET, A
DISTANCE OF 54.47 FEET; THENCE NORTH 81°34'18" WEST ALONG SAID CENTER LINE A DISTANCE OF 26.62 FEET;
THENCE SOUTH 0°26°18” EAST A DISTANCE OF 350.89; THENCE NORTH 89°13’30" WEST A DISTANCE OF 543.85 FEET
TO THE WEST LINE OF SAID SECTION 9; THENCE NORTH 0°26'18” WEST ALONG SAID WEST LINE A DISTANCE OF
1253.24 FEET TO THE POINT OF BEGINNING.

PARCEL 1A:

A 60 FOOT ROAD EASEMENT TO BE USED IN COMMON WITH OTHERS, LYING 30 FEET ON EACH SIDE OF THE
FOLLOWING DESCRIBED LINE;

COMMENCING AT THE SOUTHWEST CORNER OF THE NORTHWEST QUARTER OF SAID SECTION 9; THENCE NORTH
2'30'45" EAST A DISTANCE OF 318.35 FEET TO THE SOUTHERLY RIGHT OF WAY OF COUNTY ROAD NO. 16; THENCE
SOUTH 72°49'19" EAST ALONG SAID RIGHT OF WAY A DISTANCE OF 619.89 FEET TO THE POINT OF BEGINNING OF
THIS DESCRIBED EASEMENT; THENCE SOUTH 30°50'56" WEST A DISTANCE OF 25.00 FEET; THENCE ALONG A CURVE
CONCAVE TO THE RIGHT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE OF 18.58 FEET; THENCE SOUTH 41 "29°47"
WEST A DISTANCE OF 164.85 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 150.00
FEET, A DISTANCE OF 75.25 FEET; THENCE SOUTH 12°45'15" WEST A DISTANCE OF 65.33 FEET; THENCE ALONG A
CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 381.38 FEET, A DISTANCE OF 118.07 FEET; THENCE ALONG A
CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 94.67 FEET, A DISTANCE OF 56.68 FEET, THENCE ALONG A
CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 199.84, A DISTANCE OF 58.01 FEET; THENCE SOUTH
12°49'04” WEST A DISTANCE OF 404.57 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS
OF 90.00 FEET, A DISTANCE OF 148.27 FEET; THENCE SOUTH 81°34'18” EAST A DISTANCE OF 231.25 FEET; THENCE
ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE OF 54.47 FEET; THENCE
NORTH 67°13'04" EAST A DISTANCE OF 113.89 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT HAVING A
RADIUS OF 90.00 FEET, A DISTANCE OF 134.72 FEET, THENCE SOUTH 27°01'08" EAST A DISTANCE OF 30.86 FEET
TO THE END OF THIS EASEMENT.

&CORRESPONDS WITH ITEM NUMBER IN 'SCHEDULE B' OF TITLE REPORT.

EASEMENTS

THE FOLLOWING EASEMENTS FROM THE REFERENCED TITLE REPORT CONTAIN SUFFICIENT INFORMATION TO BE
DEPICTED ON THE PLAN. OTHER EASEMENTS OR ENCUMBRANCES, IF ANY, MAY AFFECT THE PROPERTY, BUT LACK
SUFFICIENT INFORMATION TO BE SHOWN.

5 ROAD MAINTENANCE AGREEMENT, RECORDING NO. 9302090373, RE—RECORDED,PER 9303250126,
RECORDS OF CLARK COUNTY — DOCUMENT NOT RESEARCHED AT THIS TIME, NOT SHOWN

6 ACCESS TO SPRING, RECORDED IN BOOK 188, PAGE 89, RECORDS OF CLARK COUNTY — DOCUMENT
NOT RESEARCHED AT HIS TIME, NOT SHOWN

7 ELECTRICAL EASEMENT, RECORDING NO. G138418, RECORDS OF CLARK COUNTY — DOCUMENT
CONTAINS INSUFFICIENT INFORMATION TO LOCATE HEREON, NOT SHOWN

9 MATTERS CONTAINED IN SURVEY, RECORDED IN BOOK 29, PAGE 198, RECORDS OF CLARK COUNTY,
SHOWN

LEGAL DESCRIPTION TAX LOT 26133600 LATITUDE/LONGITUDE POSITION LEGEND

PARCEL 1 COORDINATE DATA AT PROPOSED MONOPOLE LOCATION: SUBJECT BOUNDARY LINE
NAD 83

A PORTION OF THE SOUTHWEST QUARTER OF SECTION 9, TOWNSHIP 5 NORTH, RANGE 2 EAST OF THE WILLAMETTE LAT — 45'55'29.34" N NAVD 88 —— — ————— — — RIGHT-OF-WAY CENTERLINE

MERIDIAN, CLARK COUNTY, WASHINGTON, BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS: BEGINNING AT THE LONG — 12234'57.57" W ELEV.— 1043.5 FEET o RIGHT-OF_WAY LINE

SOUTHEAST CORNER OF SAID SOUTHWEST QUARTER OF SECTION 9; THENCE ALONG THE EAST LINE OF SAID

SOUTHWEST QUARTER OF SECTION 9, NO1015153"E, 1757.94 FEET; THENCE LEAVING SAID SECTION LINE AND THE I —— ——— ——— —— ADJACENT BOUNDARY LINE

FOLLOWING COURSES ALONG THE BOUNDARY OF THAT PROPERTY DESCRIBED IN DEED RECORDED IN AUDITORS FILE R N — SECTIONAL BREAKDOWN LINE

NUMBER 9807280116, CLARK COUNTY DEED RECORDS: N89413'32'W, 1319.63 FEET, THENCE N89'13'30'W, 462.12 BENCHMARK IS "P446"

FEET; THENCE S00°261 8'E, 372.54 FEET TO A POINT TO BE KNOWN AS "POINT A”; THENCE S27°01°087E, 90.58 NGS GPS CORS STATION. w OVERHEAD POWER LINE

FEET TO A POINT OF CURVATURE; THENCE ALONG A 90.00 FOOT RADIUS CURVE TO THE RIGHT, THROUGH A ELEV = 18.0 P BURIED POWER LINE

CENTRAL ANGLE OF 54°37'24” (THE LONG CHORD OF WHICH BEARS 500717'34'W A DISTANCE OF 82.59 FEET) AN 5 o

ARC DISTANCE OF 85.80 FEET; THENCE S00°26118”E, 1148.76 FEET TO A POINT ON THE SOUTH LINE OF SAID I

SOUTHWEST QUARTER OF SECTION 9 WHICH BEARS N86°42'50'W, 1693.20 FEET FROM THE POINT OF BEGINNING; or OVERHEAD TELEPHONE LINE

THENCE S86'42'50"E, 1693.20 FEET TO THE POINT OF BEGINNING. EXCEPTING THE FOLLOWING PARCEL: COMMENCING ELEVATION DERIVED USING GPS. ACCURACY ut BURIED TELEPHONE LINE

AT SAID POINT A; THENCE THE FOLLOWING COURSES ALONG THE CENTERLINE OF THAT EASEMENT DESCRIBED IN MEETS OR EXCEEDS 1A STANDARDS AS DEFINED

AUDITORS FILE NUMBER 3552578: SAID DEED RECORDS, 876°09131"E, 65.63 FEET; THENCE ALONG A 100.00 FOOT ON THE FAA ASAC INFORMATION SHEET 91:003. v BURIED WATER LINE

RADIUS CURVE TO THE LEFT, THROUGH A CENTRAL ANGLE OF 802°54” (THE LONG CHORD OF WHICH BEARS ss BURIED SANITARY SEWER

S8010'58"E A DISTANCE OF 14.04 FEET) AN ARC DISTANCE OF 14.05 FEET; THENCE S8412'25"E, 70.85 FEET; NOTES s SURIED STORM DRAIN

THENCE ALONG A 100.00 FOOT RADIUS CURVE TO THE RIGHT, THROUGH A CENTRAL ANGLE OF 40'14'39” (THE LONG
CHORD OF WHICH BEARS S64°05'05”E A DISTANCE OF 68.80 FEET) AN ARC DISTANCE OF 70.24 FEET; THENCE
S43'57'47"E, 31.32 FEET, THENCE ALONG A 175.00 FOOT RADIUS CURVE TO THE RIGHT, THROUGH A CENTRAL
ANGLE OF 35'56°32" (THE LONG CHORD OF WHICH BEARS S$S25'59'31 "E A DISTANCE OF 107.99 FEET) AN ARC
DISTANCE OF 109.78 FEET; THENCE S08'01'15"E, 117.99 FEET; THENCE ALONG A 100.00 FOOT RADIUS CURVE TO
THE LEFT, THROUGH A CENTRAL ANGLE OF 53°32'42" (THE LONG CHORD OF WHICH BEARS 834'47136"E A DISTANCE
OF 90.09 FEET) AN ARC DISTANCE OF 93.45 FEET; THENCE S61°33'56"E, 231.10 FEET TO THE TRUE POINT OF
BEGINNING; THENCE LEAVING SAID EASEMENT CENTERLINE, N28°24'02"E, 203.95 FEET, THENCE S61°35'58"E, 325.51
FEET; THENCE S28'24°02"W, 282.04 FEET; THENCE N61°35'58"W, 258.87 FEET, THENCE S1846'54'W, 52.74 FEET;
THENCE S19'16’05"E, 62.36 FEET; THENCE S$S29"16'02"E, 70.36 FEET; THENCE S29°03'41"W, 127.91 FEET; THENCE
N61°33°56"W, 317.36 FEET; THENCE N29°03'41"E, 337.53 FEET; THENCE S61°33'56"E, 133.94 FEET TO THE TRUE
POINT OF BEGINNING.

PARCEL 1A

A 60 FOOT ROAD AND UTILITY EASEMENT TO BE USED IN COMMON WITH OTHERS, LYING 30 FEET ON EACH SIDE OF
THE FOLLOWING DESCRIBED LINE:

COMMENCING AT THE SOUTHWEST CORNER OF THE NORTHWEST QUARTER OF SAID SECTION 9; THENCE

NORTH 2'30'45"EAST, A DISTANCE OF 318.35 FEET TO THE SOUTHERLY RIGHT OF WAY OF COUNTY ROAD

NO. 16; THENCE SOUTH 72'4919"EAST ALONG SAID RIGHT OF WAY A DISTANCE OF 619.89 FEET TO THE POINT OF
BEGINNING OF THIS DESCRIBED EASEMENT; THENCE SOUTH 30°50'56"WEST A DISTANCE OF 25.00 FEET; THENCE
ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE OF 18.58 FEET; THENCE
SOUTH 41°29'47"WEST, A DISTANCE OF 164.85 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A
RADIUS OF 150.00 FEET, A DISTANCE OF 75.25 FEET; THENCE SOUTH 12°4515"WEST, A DISTANCE

OF 65.33 FEET, THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 381.39 FEET, A DISTANCE
OF 118.07 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 94.67 FEET, A DISTANCE
OF 56.68 FEET, THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 199.84 FEET, A DISTANCE
OF 58.01 FEET; THENCE SOUTH 12°49°'04"WEST, A DISTANCE OF 404.57 FEET;, THENCE

ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 90.00 FEET, A DISTANCE OF 148.27 FEET; THENCE
SOUTH 81°3418"EAST, A DISTANCE OF 231.25 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A
RADIUS OF 100.00 FEET, A DISTANCE OF 54.47 FEET; THENCE NORTH 67°13'04"EAST, A DISTANCE

OF 113.89 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 90.00 FEET, A DISTANCE
OF 134.72 FEET; THENCE SOUTH 27°01'08"EAST, A DISTANCE OF 30.86 FEET; THENCE SOUTH 76°09'31"EAST, A
DISTANCE OF 65.63 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 100.00 FEET, A
DISTANCE OF 14.05 FEET; THENCE SOUTH 84'1225"EAST, A DISTANCE OF 70.85 FEET; THENCE ALONG A CURVE
CONCAVE TO THE RIGHT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE OF 70.23 FEET;, THENCE

SOUTH 43°57'47"EAST, A DISTANCE OF 31.32 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A
RADIUS OF 175.00 FEET, A DISTANCE OF 109.78 FEET, THENCE SOUTH 8°0115"EAST, A DISTANCE

OF 117.99 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE
OF 98.45 FEET, THENCE SOUTH 61°33'56"EAST, A DISTANCE OF 225.25 FEET; THENCE ALONG A CURVE CONCAVE TO
THE LEFT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE OF 56.03 FEET; THENCE NORTH 86°19'58"EAST, A
DISTANCE OF 171.18 FEET TO THE END OF THIS EASEMENT.

A 60 FOOT ROAD AND UTILITY EASEMENT LYING ON EACH SIDE OF THE FOLLOWING DESCRIBED LINE:

COMMENCING AT THE SOUTHEAST CORNER OF THE SOUTHWEST QUARTER OF SAID SECTION 9; THENCE

NORTH 11563"EAST ALONG THE EAST LINE OF SAID SOUTHWEST QUARTER, A DISTANCE OF 1757.94 FEET TO THE
SOUTHEAST CORNER OF TRACT DESCRIBED IN DEED RECORDED UNDER AUDITOR'S FILE NO. G 74178; THENCE
NORTH 89"13'32"WEST, ALONG THE SOUTH LINE OF SAID DESCRIBED TRACT, A DISTANCE OF 841.32 FEET TO THE
POINT OF BEGINNING OF THIS DESCRIBED EASEMENT; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A
BACK TANGENT OF NORTH 3"17°42"WEST AND RADIUS OF 47.57 FEET, A DISTANCE OF 54.21 FEET; THENCE

SOUTH 68°35'38"EAST, A DISTANCE OF 98.44 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A
RADIUS OF 100.00 FEET; A DISTANCE OF 31.43 FEET; THENCE SOUTH 50°3511"EAST A DISTANCE

OF 188.48 FEET; THENCE ALONG A CURVE CONCAVE TO THE RIGHT, HAVING A RADIUS OF 150.00 FEET, A DISTANCE
OF 29.29 FEET, THENCE SOUTH 39°23'59"EAST, A DISTANCE OF 77.19 FEET; THENCE ALONG A CURVE TO THE

LEFT, HAVING A RADIUS OF 100.00 FEET, A DISTANCE OF 118.06 FEET; THENCE NORTH 72°57°27"EAST, A DISTANCE
OF 216.73 FEET; THENCE ALONG A CURVE CONCAVE TO THE LEFT, HAVING A RADIUS OF 120.00 FEET, A DISTANCE
OF 73.31 FEET; THENCE NORTH 37'5723"EAST, A DISTANCE OF 109.40 FEET; THENCE ALONG A CURVE CONCAVE TO
THE RIGHT, HAVING A RADIUS OF 150.00 FEET, A DISTANCE OF 47.53 FEET TO THE WEST LINE OF TRACT 5 AND
THE END OF THIS EASEMENT.

A 30.00 FOOT ROAD AND UTILITY EASEMENT TO BE USED IN COMMON WITH OTHERS, LYING 15 FEET ON EACH SIDE
OF THE FOLLOWING DESCRIBED LINE:

COMMENCING AT THE SOUTHEAST CORNER OF TRACT DESCRIBED IN DEED RECORDED UNDER AUDITOR'S FILE

NO. G 74178; THENCE NORTH 8913'32"WEST ALONG THE SOUTH LINE OF SAID DESCRIBED TRACT, A DISTANCE
OF 841.32 FEET TO THE POINT OF BEGINNING OF THIS EASEMENT; THENCE NORTH 3%17'42"EAST, A DISTANCE
OF 138.12 FEET; THENCE NORTH 34°58'35"WEST, A DISTANCE OF 154.13 FEET; THENCE NORTH 2°2613"EAST, A
DISTANCE OF 264.83 FEET TO THE SOUTHERLY RIGHT OF WAY OF COUNTY ROAD NO. 16, AND THE END OF THIS
EASEMENT. SEE RECORD OF SURVEY RECORDED IN BOOK 28 OF SURVEYS AT PAGE 136.

A 30.00 FOOT EASEMENT FOR INGRESS, EGRESS AND UTILITIES AS DISCLOSED ON ROADWAY EASEMENT RECORDED
ON MAY 27, 2008, UNDER AUDITOR'S FILE NO. 4459242.

EASEMENTS & CORRESPONDS WITH ITEM NUMBER IN 'SCHEDULE B’ OF TITLE REPORT.

THE FOLLOWING EASEMENTS FROM THE REFERENCED TITLE REPORT CONTAIN SUFFICIENT INFORMATION TO BE
DEPICTED ON THE PLAN. OTHER EASEMENTS OR ENCUMBRANCES, IF ANY, MAY AFFECT THE PROPERTY, BUT LACK
SUFFICIENT INFORMATION TO BE SHOWN.

ROAD MAINTENANCE AGREEMENT, RECORDING NO. 9302090373, RE—RECORDED,PER 9303250126,
RECORDS OF CLARK COUNTY — DOCUMENT NOT RESEARCHED AT THIS TIME, NOT SHOWN

BOUNDARY LINE ADJUSTMENT, RECORDING NO. 3569526, RECORDS OF CLARK COUNTY — PARCEL
BOUNDARIES ARE NOT NEAR THE ROAD EASEMENT, NOT SHOWN

ACCESS TO SPRING, RECORDED IN BOOK 188, PAGE 89, RECORDS OF CLARK COUNTY — DOCUMENT NOT
RESEARCHED AT HIS TIME, NOT SHOWN

ROAD AND UTILITIES EASEMENT, RECORDING NUMBERS 9305190189, 9311230344 & 9407290159,
RECORDS OF CLARK COUNTY — SHOWN

INGRESS, EGRESS & UTILITIES EASEMENT, RECORDING NO. 4459242, RECORDS OF CLARK COUNTY —
SHOWN

BROEC

1) TITLE ISSUED BY FIDELITY NATIONAL TITLE COMPANY,
ORDER NO. 612843043, EFFECTIVE DATE APRIL 14,
2017 (TAX LOT 261336000). TITLE ISSUED BY
FIDELITY NATIONAL TILE COMPANY, ORDER NO.
612843062, EFFECTIVE DATE APRIL 14, 2017 (TAX
LOT 261299000)

2) FIELD WORK CONDUCTED IN OCTOBER, 2016.

3) BASIS OF BEARING: WASHINGTON STATE PLANE
COORDINATE SYSTEM, SOUTH ZONE (NAD83).

4)  UNDERGROUND UTILITIES SHOWN HEREON, IF ANY,
WERE DELINEATED FROM SURFACE EVIDENCE AND/OR
UTILITY COMPANY RECORDS. CRITICAL LOCATIONS
SHOULD BE VERIFIED PRIOR TO DESIGN AND
CONSTRUCTION.

— — — —— DITCH LINE/FLOW LINE
OO ROCK RETAINING WALL

CYTYTYTYTYTYTY YN \EGETATION LINE
— CHAIN LINK FENCE

—o——0 WOOD FENCE
—x BARBED WIRE/WIRE FENCE
[A] TRANSFORMER <O~ FIRE HYDRANT
X LIGHT STANDARD X GATE VALVE
[P] POWER VAULT B WATER METER
K UTILITY BOX Q  FIRE STAND PIPE
o UTILITY POLE B  IRRIGATION CONTROL
€— POLE GUY WIRE O  CATCH BASIN, TYPE |
M GAS VALVE ® CATCH BASIN, TYPE I
© GAS METER o SIGN
TELEPHONE VAULT °  BOLLARD
@®  TEL. MANHOLE = MAIL BOX
o TELEPHONE RISER 234.21 SPOT ELEVATION

NOTE:

1) ALL ELEVATIONS SHOWN ARE ABOVE MEAN SEA LEVEL
(AMSL) AND ARE REFERENCED TO THE NAVD88 DATUM.

2) ALL TOWER, TREE AND APPURTENANCE HEIGHTS ARE
ABOVE GROUND LEVEL (AGL) AND ARE ACCURATE TO
+ 0.5 FEET OR + 1% OF TOTAL HEIGHT, WHICHEVER IS
GREATER.

TREE LEGEND

verizon

I ' 1
MORRISON HERSHFIELD
10900 NE 8TH ST., SUITE 810
BELLEVUE, WA 98004

Tel: 425.451.1301 Fax: 425.451.1369
www.morrisonhershfield.com

DUNCANSON

Company, Inc.

145 SW 155th Street, Suite 102
Seattle, Washington 98166
Phone 206.244.4141
Fax 206.244.4455

SITE

POR BALD MTN

9709 NE 425TH STREET
WOODLAND, WA 98674

DECIDUOUS TREE AL=ALDER
MP=MAPLE
DS=DECIDUOUS
AL12 =—TRUNK DIAMETER (IN) MA=MADRONA
OK=0AK
TYPE CH=CHERRY
EVERGREEN TREE CE=CEDAR
DF=DOUGLAS FIR
HE=HEMLOCK
oF18 PI=PINE
195.2 EVG=EVERGREEN

HEIGHT AGL IF MEASURED
NOTE:
TREE DRIP LINES ARE NOT TO SCALE. TREE SYMBOLS
REFERENCE TRUNK LOCATION ONLY. TRUNK DIAMETERS
WERE APPROXIMATED AT 3.5 TO 4° ABOVE GROUND LEVEL.
TREES SHOWN ARE FOR REFERENCE ONLY AND OTHER
TREES AND VEGETATION MAY EXIST.

SITE INFORMATION

TAX LOT NUMBER 261109000

SITE ADDRESS 9709 NE 425TH STREET
WOODLAND, WA 98674
JASON WENDLING
614-519-8492

FR80 (CLARK COUNTY)
960,709+ S.F.(22.06 AC.)

SITE CONTACT
PHONE NUMBER
ZONING

TOTAL LOT AREA
T.L. 261336000
TOTAL LOT AREA
T.L. 261299000
PROJECT AREA

2,968,800+ S.F.(68.15 AC.)

1,600 S.F.

SURVEY REFERENCE

1. SURVEY RECORDED IN BOOK 54, PAGE 139,
RECORDS OF CLARK COUNTY.

2. SURVEY RECORDED IN BOOK 29, PAGE 198,
RECORDS OF CLARK COUNTY.

BOUNDARY DISCLAIMER

THIS PLAN DOES NOT REPRESENT A BOUNDARY
SURVEY. SUBJECT AND ADJACENT PROPERTY LINES
ARE DEPICTED USING FIELD—FOUND EVIDENCE AND
RECORD INFORMATION.

THIS DRAWING WAS CREATED FOR THE
EXCLUSVE USE OF THE CLIENT NAMED HEREON,
AND IS NOT TO BE USED IN WHOLE OR IN PART

WITHOUT WRITTEN AUTHORIZATION FROM

FLD. CREW: PN /RLP

FLD. BOOK: 422 /42

DRAWN BY: RLP

JOB #: 99544.1413

DATE: 11/01/16

REVISIONS

DATE DESCRIPTION BY

2/06/18 | ADDED GIS CONTOURS  |RLP

ADDED ADJOINING
TITLE REPORTS

7/24/17

2

J
\jov Vdsz?)
SRR A

2/06/18

CAUTION!

UNDERGROUND UTILITIES EXIST IN THE AREA AND
UTILITY INFORMATION SHOWN MAY BE INCOMPLETE.
STATE LAW REQUIRES THAT CONTRACTOR CONTACT THE
ONE—-CALL UTILITY LOCATE SERVICE AT LEAST 48
HOURS BEFORE STARTING ANY CONSTRUCTION.

1-800-424-5555

SHEET TITLE
EXISTING SITE SURVEY
SEC 8, TWP 5N, RNG 2 E, WM

SHEET NUMBER

SV3
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COORDINATE DATA AT PROPOSED MONOPOLE LOCATION: SUBJECT BOUNDARY LINE
NAD 83
LAT — 45%5'29.34” N NAVD 88 —— — —— — — RIGHT-OF-WAY CENTERLINE
LONG — 122'34'57.57" W ELEV.= 1043.5 FEET — ——— —— —— RIGHT-OF—WAY LINE
] — ——— ——— —— ADJACENT BOUNDARY LINE
N N —_— —_— —— SECTIONAL BREAKDOWN LINE
BENCHMARK IS "P446
NGS GPS CORS STATION. opP OVERHEAD POWER LINE
ELEV = 18.0' up BURIED POWER LINE
I G BURIED GAS LINE
ot OVERHEAD TELEPHONE LINE
ELEVATION DERIVED USING GPS. ACCURACY ut BURIED TELEPHONE LINE
MEETS OR EXCEEDS 1A STANDARDS AS DEFINED
W BURIED WATER LINE

ON THE FAA ASAC INFORMATION SHEET 91:003.

NOTES

)
2)
3)

4)

5)

6)

7)

8)

TITLE ISSUED BY FIRST AMERICAN TITLE INSURANCE
COMPANY, ORDER NO. 2789120, EFFECTIVE DATE
SEPTEMBER 27, 2016.

FIELD WORK CONDUCTED IN OCTOBER, 2016.

BASIS OF BEARING: WASHINGTON STATE PLANE
COORDINATE SYSTEM, SOUTH ZONE (NAD83).
UNDERGROUND UTILITIES SHOWN HEREON, IF ANY,
WERE DELINEATED FROM SURFACE EVIDENCE AND/OR
UTILITY COMPANY RECORDS. CRITICAL LOCATIONS
SHOULD BE VERIFIED PRIOR TO DESIGN AND
CONSTRUCTION.

FEMA DESIGNATION: ZONE X (AREAS DETERMINED TO
BE OUTSIDE THE ANNUAL 0.2% CHANCE FLOODPLAIN)
ZONE, PANEL 100 OF 600, FIRM MAP NUMBER
53011C0100D, EFFECTIVE DATE SEPTEMBER 5, 2012.
DO TO THE REMOTENESS OF THE AREA THERE IS NO
FIRE HYDRANT LOCATED ON, OR NEAR THE PARENT
PARCEL.

NO WELL WAS IDENTIFIED ON THE SUBJECT PARCEL
AT THE TIME OF THE FIELD SURVEY.

NO SEWAGE DISPOSAL SYSTEMS WERE LOCATED OR
OBSERVED ON THE ADJOINING PARCELS AT THE TIME
OF THE FIELD SURVEY.

SS

SD

BURIED SANITARY SEWER
BURIED STORM DRAIN

—— DITCH LINE/FLOW LINE

OO ROCK RETAINING WALL

CYTYTYTYTYTYTY YN \EGETATION LINE

|
|

TRANSFORMER
LIGHT STANDARD
POWER VAULT
UTILITY BOX
UTILITY POLE
POLE GUY WIRE
GAS VALVE

GAS METER
TELEPHONE VAULT
TEL. MANHOLE
TELEPHONE RISER

D@I@eTuxan@l

NOTE:

CHAIN LINK FENCE
WOOD FENCE

BARBED WIRE/WIRE FENCE
FIRE HYDRANT

GATE VALVE

WATER METER

FIRE STAND PIPE
IRRIGATION CONTROL
CATCH BASIN, TYPE |
CATCH BASIN, TYPE I
SIGN

BOLLARD

MAIL BOX

234.21 SPOT ELEVATION

0 - hPOOBEDEXO

l ' 1
MORRISON HERSHFIELD
10900 NE 8TH ST., SUITE 810
BELLEVUE, WA 98004

Tel: 425.451.1301 Fax: 425.451.1369
www.morrisonhershfield.com

O

DUNCANSON

Company, Inc.

145 SW 155th Street, Suite 102
Seattle, Washington 98166
Phone 206.244.4141
Fax 206.244.4455

1) ALL ELEVATIONS SHOWN ARE ABOVE MEAN SEA LEVEL
(AMSL) AND ARE REFERENCED TO THE NAVD88 DATUM.

2) ALL TOWER, TREE AND APPURTENANCE HEIGHTS ARE
ABOVE GROUND LEVEL (AGL) AND ARE ACCURATE TO
+ 0.5 FEET OR + 1% OF TOTAL HEIGHT, WHICHEVER IS
GREATER.

TREE LEGEND

SITE

POR BALD MTN

9709 NE 425TH STREET
WOODLAND, WA 98674

DECIDUOUS TREE AL=ALDER
MP=MAPLE
DS=DECIDUOUS
AL12 =—TRUNK DIAMETER (IN) MA=MADRONA
OK=0AK
TYPE CH=CHERRY
EVERGREEN TREE CE=CEDAR
DF=DOUGLAS FIR
HE=HEMLOCK
oF18 PI=PINE
195.2 EVG=EVERGREEN

HEIGHT AGL IF MEASURED
NOTE:
TREE DRIP LINES ARE NOT TO SCALE. TREE SYMBOLS
REFERENCE TRUNK LOCATION ONLY. TRUNK DIAMETERS
WERE APPROXIMATED AT 3.5 TO 4° ABOVE GROUND LEVEL.
TREES SHOWN ARE FOR REFERENCE ONLY AND OTHER
TREES AND VEGETATION MAY EXIST.
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SURVEY REFERENCE

1. SURVEY, RECORDED IN BOOK 54, PAGE 139,
RECORDS OF CLARK COUNTY.

BOUNDARY DISCLAIMER

THIS PLAN DOES NOT REPRESENT A BOUNDARY
SURVEY. SUBJECT AND ADJACENT PROPERTY LINES
ARE DEPICTED USING FIELD—FOUND EVIDENCE AND
RECORD INFORMATION.

ADDED ADJOINING

7/24/17 TITLE REPORTS
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J
\jov Vdsz?)
SRR A
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CAUTION!

UNDERGROUND UTILITIES EXIST IN THE AREA AND
UTILITY INFORMATION SHOWN MAY BE INCOMPLETE.
STATE LAW REQUIRES THAT CONTRACTOR CONTACT THE
ONE—-CALL UTILITY LOCATE SERVICE AT LEAST 48
HOURS BEFORE STARTING ANY CONSTRUCTION.

1-800-424-5555
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NOTE:

THIS IS NOT A SURVEY. ALL INFORMATION AND TRUE NORTH

HAVE BEEN OBTAINED FROM EXISTING DRAWINGS AND

JURISDICTIONAL GIS INFORMATION AND ARE APPROXIMATE.
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THE PROPOSED CELL TOWER WILL GAIN ACCESS TO THE PUBLIC EOSB)XIS\Y

SYSTEM VIA A SERIES OF PRIVATE ROADS FROM NE CEDAR CREE

THE EXISTING INTERSECTION BETWEEN NE 95TH AVENUE (PRIVATE ROAD)
& NE CEDAR CREEK ROAD (RURAL MAJOR COLLECTOR) IS NOT PAVED.
THE APPLICANT WILL BE REQUIRED TO BE PAVED BACK 35’ ON NE 95TH
AVENUE FROM THE NEAREST EDGE OF THE TRAVEL LANE; ADDITIONALLY,
35' PAVED RADI FOR NE 95TH AVENUE WILL ALSO BE REQUIRED

TAX LOT:
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TAX LOT:
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NP

Know what's below.

Call before you dig.

DO NOT SCALE DRAWINGS. CONTRACTOR MUST VERIFY ALL
DIMENSIONS AND ADVISE CONSULTANTS OF ANY ERRORS OR
OMISSIONS. NO VARIATIONS OR MODIFICATIONS TO Wi

SHOWN SHALL BE IMPLEMENTED WITHOUT PRIOR WRI'I'I'EN
APPROVAL. ALL PREVIOUS ISSUES OF THIS DRAWING ARE
SUPERSEDED BY THE LATEST REVISION. ALL DRAWINGS AND
SPECIFICATIONS REMAIN THE PROPERTY OF MORRISON
HERSHFIELD CORPORATION. NEITHER MORRISON HERSHFIELD
NOR THE ARCHITECT WILL BE PROVIDING CONSTRUCTION
REVIEW OF THIS PROJECT.
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NOTE:

THIS IS NOT A SURVEY. ALL INFORMATION AND TRUE NORTH
HAVE BEEN OBTAINED FROM EXISTING DRAWINGS AND
JURISDICTIONAL GIS INFORMATION AND ARE APPROXIMATE.
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NOTE:

THIS IS NOT A SURVEY. ALL INFORMATION AND TRUE NORTH
HAVE BEEN OBTAINED FROM EXISTING DRAWINGS AND
JURISDICTIONAL GIS INFORMATION AND ARE APPROXIMATE.
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JASON FALLAU

VERIZON WIRELESS (VAW) LLC
(d/b/a VERIZON WIRELESS)
5430 NE 122ND AVE
PORTLAND, OR 97230

PHONE: (541) 981-3542
jason.fallau@verizonwireless.com

PROPERTY OWNER CONTACT:
JASON & BRITTANY WENDLING
9709 NE 425th ST
WOODLAND, WA 98674
PHONE: (614) 519-8492

MALISSA JOHNSON

VERIZON WIRELESS

5430 NE 122nd AVE.

PORTLAND, OR 97230

PHONE #: (502) 709-2861
malissa.johnson®verizonwireless.com

: (AGENT)
REID STEWART
ACOM CONSULTING
5200 SW MEADOWS RD, SUITE 150
LAKE OSWEGOQ, OR 97035
PHONE: (503) 720-6526
reid.stewart@acomcunsultinginc.com
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SPECIFICATIONS REMAIN THE PROPERTY OF MORRISON
HERSHFIELD CORPORATION. NEITHER MORRISON HERSHFIELD
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REVIEW OF THIS PROJECT.
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TESTING OF EPSS SHALL COMPLY WITH THE LATEST ADOPTED

EDITION OF NFPA 110.

2. ALL ELECTRICAL WORK SHALL COMPLY WITH LATEST ADOPTED

EDITION OF NFPA 70 — NATIONAL ELECTRICAL CODE.
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. CONSTRUCTION, INSTALLATION, MAINTENANCE, & OPERATIONAL  CONTRACTOR SHALL SUPPLY AND INSTALL THE FOLLOWING ITEMS

IF NOT SUPPLIED WITH TANK.

INSTALL 12’ VENT PIPES FOR TANK AS REQUIRED BY
JURISDICTION.

THE TANK SHALL BE MANUFACTURED WITH THE FOLLOWING:
INTERSTITIAL ELECTRONICALLY MONITORED RUPTURE BASIN ALARM
TO MONITOR THE SPACE BETWEEN THE PRIMARY AND SECONDARY
TANK. OVERFILL ALERT TO VISUALLY WARN WHEN THE TANK IS
FILLED UPON CAPACITY. OVERSPILL CONTAINMENT AT FILL PORT
TO PREVENT SPILL OF FUEL DURING FILLING OPERATIONS. 2.5
GALLON OVERSPILL CONTAINMENT W/ LOCKABLE CAP.

NOTE:

1. NO WORK SHALL COMMENCE WITHOUT THE APPROVED TOWER
STRUCTURAL ANALYSIS REPORT SIGNED AND SEALED BY A
LICENSED PROFESSIONAL ENGINEER UNDER SEPARATE COVER.
ANTENNA MOUNT DESIGN BY MANUFACTURER.

2. REFER TO ENGINEERED DRAWINGS FOR DESIGN/ENGINEERING
OF MONOPOLE AND ITS FOUNDATION BY TOWER
MANUFACTURER.

3. TOWER LOADING INCLUDES FUTURE CAPACITY TO SUPPORT
ADDITIONAL CARRIERS AND EQUIPMENT. ADDITIONAL LOADING
UNDER SEPARATE PERMIT AS REQUIRED BY JURISDICTION.

4. NEW ANTENNA MOUNTS SHALL COMPLY WITH NSTD—445
STANDARDS AS REQUIRED BY VERIZON.

5. PAINT TOWER A NON—GLARE FINISH.
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PROPOSED VERIZON WIRELESS PANEL
ANTENNA (TYP OF 6, 2 PER SECTOR)

PROPOSED VERIZON WIRELESS RAYCAP
SPLITTER/SURGE SUPPRESSOR (OVP) MOUNTED
ON OVP MOUNT (TYP OF 3, 1 PER SECTOR)

DO NOT SCALE DRAWINGS. CONTRACTOR MUST VERIFY ALL
DIMENSIONS AND ADVISE CONSULTANTS OF ANY ERRORS OR
OMISSIONS. NO VARIATIONS OR MODIFICATIONS T¢
SHOWN SHALL BE_IMPLEMENTED WITHOUT PRIOR WRI'I'I'EN
APPROV/ PREVIOUS ISSUES OF THIS DRAWING ARE
SUPERSEDED BY THE LATEST REVISION. ALL DRAWINGS AND
SPECIFICATIONS REMAIN THE PROPERTY OF MORRISON
HERSHFIELD CORPORATION. NEITHER MORRISON HERSHFIELD
E_ARCHITECT WILL BE PROVIDING CONSTRUCTION
REVIEW OF THIS PROJECT.
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DIM 3
’i/ DIM 2 ’i/ ’i/ DIM 2 ’i/

. .

a a

FRONT BACK SIDE
QTY |DIM 1[DIM 2|DIM 3| WEIGHT

RRU 22212 12 13.47" | 16.54" | 6.3° | 40.79 LBS
NOTES:

1. INSTALL UNITS PER MANUFACTURER SPECIFICATIONS

247x36" SCALE: NOT TO SCALE
11"x17" SCALE: NOT TO SCALE

PROPOSED RRU DIMENSIONS

DIM 3
DM 2 DIM 2
AR -
QTY (DM 1|DIM 2 ([DIM 3| WEIGHT
SECTOR ALPHA
JAHH-45C-R3B 2 95.9" | 18.0" 70" | 1036 LBS
i i SECTOR BETA
e e JAHH-45C-R3B 2 95.9" | 18.0" 7.0" | 103.6 LBS
SECTOR GAMMA
JAHH—-45C—R3B 2 959" | 18.0" 70" | 1036 LBS
N —L
L L7 ~ NOTES:
1. INSTALL ANTENNAS PER MANUFACTURER SPECIFICATIONS
FRONT BACK SIDE 2. CONTRACTOR TO TORQUE ALL MOUNTING HARDWARE
o™ 2 PER MANUFACTURER SPECIFICATIONS
Lol
S
o
Iop
24"x36" SCALE: NOT TO SCALE
117" SCALE. NOT To SCALE PROPOSED ANTENNA DIMENSIONS
—
GALV SCH 40
PIPE MOUNT _\\ M
MECHANICAL DOWN TILT —_ | ™
KIT (AS REQ'D) BY I~
ANTENNA MANUFACTURER g\
GALV SCH 40
PIPE MOUNT ANCILLARY |
ANTENNA MOUNT EQUIPMENT, TYP L
BRACKETS BY ANTENNA
MANUFACTURER
PANEL ANTENNA PANEL ANTENNA
N N
ANTENNA MOUNT
BRACKETS BY ANTENNA
TOP VIEW MANUFACTURER
Fag—4
LU

PROPOSED ANTENNA AND COAX SCHEDULE

NUMBER OF ELEC | MECH | NUMBER OF | FEEDER | FEEDER | ADDITIONAL
SECTOR ALPHA | AZIMUTH | TIP HEIGHT VENDOR MODEL T | oownner | FEeDERs. | WYPE. | LENGTH | EQUIPMENT
700 o 165'—0" 1 COMMSCOPE JAHH-45C—R3B o o . WYBRD | 1050+ | (4 RRY
AWS1/3 o 165'—0" 1 COMMSCOPE JAHH—45C—R3B o o - (1) ovp
NUMBER OF ELEC | MECH | NUMBER OF | FEEDER | FEEDER | ADDITIONAL
SECTOR BETA AZIMUTH | TIP HEIGHT | "unpennas | VENDOR MODEL TLT |DOWNTILT| FEEDERS | TYPE | LENGTH | EQUIPMENT
700 60" 165'—0" 1 COMMSCOPE JAHH—45C—R3B 3 o (4) RRU

1 HYBRID | 195'-0"
AWS1/3 60° 165'—0" 1 COMMSCOPE JAHH—45C—R3B o o (1) ovp
NUMBER OF ELEC | MECH | NUMBER OF | FEEDER | FEEDER | ADDITIONAL
SECTOR GAMMA | AZIMUTH | TIP HEIGHT | "pnrennas |  VENDOR MODEL TLT |DOWNTILT | FEEDERS | TYPE | LENGTH | EQUIPMENT
700 300° 165'-0Q" 1 COMMSCOPE JAHH—45C—R38 o o (4) RRU

- — - - 1 HYBRID | 195'~0"
AWS1/3 300 165'—0 1 COMMSCOPE JAHH—45C—R3B o) s} (1) ovp

NOTES:
1. ADJUST PIPE MOUNTS AS REQUIRED TO ACCOMMODATE REQUIRED ANTENNA SPACING.

PROPOSED VERIZON WIRELESS
700 PANEL ANTENNA

PROPOSED VERIZON WIRELESS
AWS1/3 PANEL ANTENNA

6‘44{

PROPOSED VERIZON WIRELESS
700 PANEL ANTENNA

T

ALPHA
AZ=

q

PROPOSED VERIZON WIRELESS
AWS1/3 PANEL ANTENNA

PROPOSED VERIZON WIRELESS RRU
MOUNT BEHIND ANTENNA (TYP OF
12, 4 PER SECTOR), STACKED

PROPOSED VERIZON WIRELESS
700 PANEL ANTENNA

B
5

PROPOSED VERIZON WIRELESS
AWS1/3 PANEL ANTENNA

PROPOSED VERIZON WIRELESS RAYCAP
SPLITTER/SURGE SUPPRESSOR (OVP) MOUNTED
ON OVP MOUNT (TYP OF 3, 1 PER SECTOR)

PROPOSED VERIZON WIRELESS 165
MONOPOLE DESIGNED BY OTHERS
(SEE MANUFACTURER DRAWINGS)

PROPOSED VERIZON WIRELESS XLD MAGNUM
8 SNUB—NOSE PLATFORM W/ HANDRAILS
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DIMENSIONS AND ADVISE CONSULTANTS OF ANY ERRORS OR
OMISSIONS. NO VARIATIONS OR MODIFICATIONS TO WORK
SHOWN SHALL BE IMPLEMENTED WITHOUT PRIOR WRITTEN
APPROVAL. ALL PREVIOUS ISSUES OF THIS DRAWING ARE
SUPERSEDED BY THE LATEST REVISION. ALL DRAWINGS AND
SPECIFICATIONS REMAIN THE PROPERTY OF MORRISON
HERSHFIELD CORPORATION. NEITHER MORRISON HERSHFIELD
NOR THE ARCHITECT WILL BE PROVIDING CONSTRUCTION
REVIEW OF THIS PROJECT.
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CONFIGURATION
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TYPICAL ANTENNA ATTACHMENT
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PROPOSED ANTENNA CONFIGURATION
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LANDSCAPE LEGEND

COMMON NAME TOTAL SIZE © PLANTING
(SCIENTIFIC NAME) TYPE COUNT SPACING (HT x WT)

ASH OREGAN MEDIUM TREE 7 o —o"
(FRAXINUS LATIFOLIA) 10'-0" 0. (MAX) 150" H
FRASER PHOTONIA EVERGREEN

SHRUB 23 3'-0" 0.C. (MAX) 6'—0" H
(PHOTINIA X FRASERI) (HEDCTE)
BEARBERRY

GROUND »

CONT. '~0” 0.C. (MAX —

(ARCTOSTAPHYLOS UVA—VERSI) COVER 2-07 0.C. (MAX) =0T H

GENERAL LANDSCAPE NOTES:

Eal

o

16.
17.

ALL PLANTS MUST BE HEALTHY, VIGOROUS MATERIAL, FREE

OF PEST AND DISEASE.

ALL PLANTS MUST BE CONTAINER—GROWN OR BALLED AND BURLAPPED AS SPECIFIED.

ALL TREES MUST BE STRAIGHT TRUNKED, FULL HEADED AND MEET ALL REQUIREMENTS SPECIFIED.

ALL PLANTS ARE SUBJECT TO THE APPROVAL OF CONSTRUCTION MANAGER BEFORE, DURING, AND AFTER

INSTALLATION.

ALL TREES MUST BE GUYED OR STAKED AS SHOWN.

ALL PLANTS AND PLANTING AREAS MUST BE COMPLETELY MULCHED WITH 2” MIN. OF MULCH IN ENTIRE

PLANTING AREA AS SPECIFIED.

PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL UNDERGROUND
UTILITIES AND SHALL AVOID DAMAGE TO ALL UTILITIES DURING COURSE OF THE WORK. THE CONTRACTOR IS
RESPONSIBLE FOR REPAIRING ALL DAMAGE TO UTILITIES.

THE CONTRACTOR IS RESPONSIBLE FOR FULLY MAINTAINING ALL PLANTING (INCLUDING, BUT NOT LIMITED TO:

WATERING, SPRAYING, MULCHING, FERTILIZATION, ETC.) OF PLANTING AREAS UNTIL THE WORK IS ACCEPTED IN

TOTAL BY THE ENGINEER'S REPRESENTATIVE.

THE CONTRACTOR AGREES TO PERFORM ALL LANDSCAPE MAINTENANCE (INCLUDING WATERING) THROUGHOUT

THE ONE YEAR GUARANTEE PERIOD UNLESS OTHERWISE DETERMINED.

THE CONTRACTOR SHALL COMPLETELY GUARANTEE ALL PLANT MATERIAL FOR A PERIOD OF ONE (1) YEAR
BEGINNING AT THE DATE OF TOTAL ACCEPTANCE. THE CONTRACTOR SHALL PROMPTLY MAKE ALL

REPLACEMENTS BEFORE OR AT THE END OF THE GUARANTEE PERIOD.

THE OWNER’S REPRESENTATIVE WILL APPROVE THE STAKED LOCATION OF ALL PLANT MATERIAL PRIOR TO

INSTALLATION.

AFTER BEING DUG AT THE NURSERY SOURCE, ALL TREES IN LEAF SHALL BE ACCUMULATED FOR TWO (2)
WEEKS UNDER A MIST SYSTEM PRIOR TO INSTALLATION.

ANY PLANT MATERIAL THAT DIES, TURNS BROWN OR DEFOLIATES (PRIOR TO TOTAL ACCEPTANCE OF THE
WORK) SHALL BE PROMPTLY REMOVED FROM THE SITE AND REPLACED WITH MATERIAL OF THE SAME

SPECIES, QUANTITY, SIZE AND MEETING ALL SPECIFICATIONS.

STANDARDS SET FORTH IN AMERICAN ASSOCIATION OF NURSERYMEN (AAN) AS PUBLISHED BY "AMERICAN

STANDARD FOR NURSERY STOCK”, LATEST EDITION, REPRESENTS GUIDELINE SPECIFICATIONS ONLY AND SHALL

CONSTITUTE MINIMUM QUALITY REQUIREMENTS FOR PLANT MATERIAL. ALL TREE PROTECTION MEASURES SHALL

BE INSTALLED PRIOR TO GRADING.

UNDISTURBED BUFFERS SHALL BE REPLANTED TO BUFFER STANDARDS WHERE SPARSLEY VEGETATED OR
WHERE DISTURBED AT APPROVED UTILITY CROSSINGS. REPLANTING IS SUBJECT TO COUNTY ARBORIST

APPROVAL.

TREES TO BE A MINIMUM OF 10°-0"

IN HEIGHT AND 3" CALIPER TRUNK AT TIME OF PLANTING.

REQUIREMENT IS FOR 7% OF SITE AREA TO BE LANDSCAPE, SO APPROXIMATELY 85 SQ FT SPREAD OUT

AROUND THE SITE.

PROPOSED

GROUND COVER
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_~" ULTRABLOCK WALL

e e
e e
e b
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e e
/7 /// /
7/ 7
, — - /7
7/ e
/7 4 /
s e i .
s — 7 /)
4 PROPOSED VERIZON WIRELESS —."

165' MONOPOLE DESIGNED BY
A OTHER!
7| |(SEE MANUFACTURER DRAWINGS)

v /

// 4 5'-0" —~
. e ZONE 7 -
s o LANDSCAPE
y e BUFFER
7
7 L] 7/ e
// , // s // .
/ P .
,/ L ’ L - 35'-0"
4 % s =
W - s P / FENCED LEASE. AREA
7 v PP - -
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FENCED LEASE AREA

\
>

-
-
-
-
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—~ -
o ~
— -
-
-
~
-
-
- - £
PROPOSED VERIZON WIRELESS ICE - ]

BRIDGE WITH (3) HYBRID CABLE -

PROPOSED 6'—0" CHAIN LINK FENCE -~
w/ BARBED WIRE & PRIVACY SLATS

PROPOSED VERIZON WIRELESS
CONCRETE PAD MOUNTED
EQUIPMENT CABINETS (TYP OF 3)

PROPOSED VERIZON GENERAC 20KW ¢
EMERGENCY BACKUP DIESEL GENERATOR
- -
-

G

7 s
s 4
// EXISTING TREELINE, TYP

7/
_ PROPERTY UNE _
7
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ALL GROUNDCOVER SHALL BE PLANTED
AT EQUAL TRIANGULAR SPACING OR ON
CENTER SPACING AS SPECIFIED ON
PLANTING PLAN.

LOCATE GROUNDCOVER ONE HALF OF
SPECIFIED SPACING DISTANCE FROM ANY
CURB, SIDEWALK, OR OTHER HARD
SURFACE, UNLESS OTHERWISE SPECIFIED.

1/2 0.C.
SPACING

TRIANGULAR SPACE GROUNDCOVER

:PAVING OR LAWN EDGE

ENLARGEMENT—TRIANGULAR SPACING

4V Z

=
A
/

3x THE WIDTH
OF CONTAINER

SET TOP OF POTTING SOIL 1" ABOVE

FINISHED GRADE.

REMOVE CONTAINER FROM ROOT BALL,
GENTLY MASSAGE ROOT BALL TO LOOSEN

ROOTS.

FINISH GRADE

MULCH (DEPTH AS
SPECIFIED ON PLANS)

MULCH (DEPTH AS SPECIFIED ON PLANS)

PREPARED PLANTING SOIL MIX BACKFILL (SEE

SPECIFICATIONS FOR ADDITIONAL
INFORMATION)

NATIVE OR COMPACTED SOIL

1.

NOTES:
SCARIFY BOTTOM AND SIDES OF HOLE, PRIOR TO PLANTING.
2. KEEP PLANTS MOIST AND SHADED UNTIL PLANTING.

UNDISTURBED SOIL

PLANT GROUND COVER AND PERENNIALS
LEVEL AND AT GRADE.

SOIL TO BE WELL CULTIVATED TO A MINIMUM
DEPTH OF 6" IN CLAY SOIL WORK IN
TOPSOIL AND ORGANIC COMPOST. SEE
SPECS. FOR RATIO AND QUANTITY. IN SAND
WORK IN TOPSOIL, ORGANIC COMPOST AND
AGED MANURE. SEE SPECS. FOR RATIO AND
QUANTITY.

DO NOT SCALE DRAWINGS. CONTRACTOR MUST VERIFY ALL
DIMENSIONS AND ADVISE CONSULTANTS OF ANY ERRORS OR
OMISSIONS. NO VARIATIONS OR MODIFICATIONS
SHOWN SHALL BE IMPLEMENTED WITHOUT PRIOR an'rm
APPROVAL. ALL PREVIOUS ISSUES OF THIS DRAWING ARE
SUPERSEDED BY THE LATEST REVISION. ALL DRAWINGS AND
SPECIFICATIONS REMAIN THE PROPERTY OF MORRI;

HB?SHFIELD CORPORATION. NEITHER MORRISON HERSHFIELD
E_ARCHITECT WILL BE PROVIDING CONSTRUCTION
REVIEW OF THIS PROJECT.
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24"x36" SCALE: NOT TO SCALE
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GROUND COVER DETAILS

Client:

verizon'

ANY PRUNING SHALL BE COMPLETED
AT THE DIRECTION OF THE ARCHITECT

TREE CALIPER SHALL BE MEASURED
AT 4—1/2 FEET ABOVE GRADE

TOP OF BURLAP BALL SHALL BE AT
LEAST 1" ABOVE THE FINISH GRADE

REMOVE CHORDS FROM THE TOP
1/3 OF THE ROOTBALL AND
FROM AROUND BASE OF TRUNK

MINIMUM 3" SHREDDED MELALEUCA
OR EUCALYPTUS MULCH. KEEP 6"
(MIN) FROM BASE OF TRUNK

BUILD 4"-6" CONTINUOUS SAUCER
AROUND THE TREE PIT TO HOLD WATER

2x4x24" STAKE

DIAMETER OF THE HOLE SHALL BE TWICE
THE BALL DIAMETER; FOR ROOTBALLS 2
AND GREATER, HOLE SHALL BE 2’
LARGER THAN THE BALL DIAMETER.

ROOTBALLS GREATER THAN 2’ IN
DIAMETER SHALL SIT ON MOUND OF
UNDISTURBED SOIL TO PREVENT
SETTLING. BALLS SMALLER THAN 2’ IN
DIAMETER MAY SIT ON COMPACTED EARTH

A=
e
£

15'-0"

USE 1/2" DIAMETER REINFORCED
RUBBER HOSE TIED WITH 12 GAUGE
GALVANIZED WIRE OR NYLON WEB GUYS;
3 GUYS MIN. PER TREE — EVENLY
SPACED. USE WHITE FLAGGING RIBBON

SN
N=l=ll=
</\ =11
N ==
Tl
II\\/// | |||

NOTES:

1. TOP OF ROOT BALL SHALL BE AT LEAST
1/2" ABOVE THE FINISH GRADE.

2. NO NAILS SHALL BE DRIVEN INTO NO
NAILS SHALL BE DRIVEN INTO ANY
MAJOR SCARS.

FILL MATERIAL SHALL CONSIST OF PREPARED PLANTING SOIL

PRUNE SHRUBS ONLY AS NECESSARY
TO ACHIEVE A UNIFORM MASS

REMOVE ANY CONTAINER
OTHER THAN BURLAP

3" MULCH LAYER (SHREDDED
MELALEUCA EUCALYPTUS)

ROOTBALLS GREATER THAN 2' IN DIAMETER
SHALL SIT ON MOUND OF UNDISTURBED SOIL
TO PREVENT SETTLING. ROOTBALLS LESS THAN
2’ MAY SIT ON COMPACTED SOIL. DIAMETER
OF HOLE FOR BALLS 2' & GREATER SHALL
BE 2’ LARGER THAN DIAMETER OF BALL.
DIAMETER OF HOLE FOR BALLS UP TO 2’
SHALL BE TWICE THE BALL DIAMETER.

«‘ ‘J‘

6'-0"

BUILD 4" CONTINUOUS SAUCER AROUND
THE PLANT PIT TO HOLD WATER

FILL MATERIAL TO CONSIST
OF PREPARED PLANTING SOIL
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TREE PLANTING DETAIL
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SHRUB PLANTING DETAIL
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