
NEW BUILDING

TREE # CAL. AND SPECIES TO BE

REMOVED

10058 SPLIT 8", 5" & 4" DECIDUOUS Y
10386 49" COTTONWOOD Y
10411 45" COTTONWOOD N
10412 19" DECIDUOUS N
10416 37" CEDAR N
10417 26" DECIDUOUS N
10418 11" DECIDUOUS N
10423 7" COTTONWOOD N
10424 SPLIT 6" & 20" COTTONWOOD N
10430 8" COTTONWOOD N
10433 10" COTTONWOOD N
10435 66" COTTONWOOD Y
10437 7" COTTONWOOD N
10438 6" COTTONWOOD Y
10443 57" COTTONWOOD Y
10449 39" COTTONWOOD Y
10450 36" COTTONWOOD N
10456 43" COTTONWOOD N
10465 54" COTTONWOOD N
10524 8" WILLOW N
10525 SPLIT 6", 7", 2-8", 2-9" WILLOW N
10568 25" ALDER N
10662 27" COTTONWOOD Y
10671 7" COTTONWOOD Y
10672 12" COTTONWOOD Y
10947 6" HAWTHORNE N
10990 18" FIR N
11005 13" BIRCH N
11013 SPLIT 2-6", 7", 8", 9", 10" WILLOW N
11014 SPLIT 3-6", 7", 8" 11" WILLOW N
11019 SPLIT 6", 2-9" 11" WILLOW Y
11023 68" WILLOW Y
11102 15" COTTONWOOD Y
11103 31" COTTONWOOD N
11104 39" COTTONWOOD Y
11105 46" COTTONWOOD Y
11106 14" COTTONWOOD Y
11107 SPLIT 5" & 7" WILLOW Y
11112 7" WILLOW Y
11125 36" MAPLE Y
11140 25" MAPLE Y
11149 28" MAPLE Y
11163 35" COTTONWOOD Y
11168 18" COTTONWOOD (DEAD) Y
11169 18" COTTONWOOD (DEAD) N
11170 13" COTTONWOOD (DEAD) N
11171 17" COTTONWOOD (DEAD) N
11172 SPLIT 11" & 16" COTTONWOOD (DEAD) N
11173 26" COTTONWOOD (DEAD) -
11174 17" COTTONWOOD (DEAD) N
11175 13" COTTONWOOD (DEAD) N
11176 14" COTTONWOOD (DEAD) N
11177 22" COTTONWOOD (DEAD) N
11180 19" COTTONWOOD (DEAD) N
11181 19" COTTONWOOD N
11182 22" COTTONWOOD N
11183 18" COTTONWOOD N
11184 24" COTTONWOOD N
11186 34" COTTONWOOD N
11188 25" COTTONWOOD N
11189 26" COTTONWOOD N
11190 25" COTTONWOOD N
11192 31" COTTONWOOD N

11192 31" COTTONWOOD N
11193 7" COTTONWOOD N
11194 6" COTTONWOOD N
11195 9" COTTONWOOD N
11196 9" ALDER N
11204 6" COTTONWOOD N
11205 13" COTTONWOOD (DEAD) N
11208 31" COTTONWOOD N
11209 7" COTTONWOOD N
11210 25" COTTONWOOD N
11211 8" COTTONWOOD N
11212 25" COTTONWOOD N
11213 30" COTTONWOOD N
11214 33" COTTONWOOD (DEAD) N
11215 10" COTTONWOOD N
11216 10" COTTONWOOD N
11231 10" COTTONWOOD Y
11232 12" COTTONWOOD Y
11233 13" COTTONWOOD Y
11306 30" MAPLE Y
11315 SPLIT 7" & 11" CEDAR Y
11320 6" CHERRY Y
12189 15" FIR N
12190 9" FIR N
12191 9" FIR Y
12192 15" FIR N
12193 SPLIT 7" & 8" FIR Y
15088 8" COTTONWOOD Y
15089 SPLIT 2-7" COTTONWOOD Y
15178 11" COTTONWOOD Y
15179 12" COTTONWOOD Y
15180 SPLIT 10" & 11" COTTONWOODY
15181 10" COTTONWOOD Y
15197 9" COTTONWOOD Y
15198 7" COTTONWOOD Y
15199 6" COTTONWOOD Y
15201 SPLIT 2-7" COTTONWOOD Y
15202 SPLIT 2-6" COTTONWOOD Y
15218 SPLIT 7", 2-9" COTTONWOOD Y
15307 SPLIT 2-6", 2-7" CEDAR N
15337 10" COTTONWOOD Y
15346 8" DECIDUOUS Y
15347 10" COTTONWOOD Y
15348 7" COTTONWOOD Y
15349 14" COTTONWOOD Y
15350 SPLIT 10, 9" & 2-8" COTTONWOODY
15353 8" COTTONWOOD Y
15354 8" COTTONWOOD Y
15355 CLUMP WILLOW Y
15356 43" COTTONWOOD Y
15357 SPLIT 2-6" FIR Y
15360 27" COTTONWOOD Y
15361 24" COTTONWOOD Y
15363 24" COTTONWOOD Y
15364 24" COTTONWOOD Y
15365 SPLIT 2-10", 2-9"CEDAR Y
15366 26" COTTONWOOD Y
15376 32" FIR Y
15420 29" FIR Y
15636 30" OAK Y
15637 35" FIR Y
15675 17" OAK Y
15698 19" FIR Y

TREE # CAL. AND SPECIES TO BE

REMOVED

10058 SPLIT 8", 5" & 4" DECIDUOUS Y
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TREE RETENTION PLAN

L0.1

1. PROVIDE TREE PROTECTION FOR EXISTING TREES WITHIN 30' OF
CONSTRUCTION AREAS

LEGEND

EXISTING TREE TO REMAIN

EXISTING TREE TO BE REMOVED- SEE CIVIL DEMO PLAN

6
L2.0

NOTES

EXISTING TREE SCHEDULE

PROPERTY LINE

WETLAND EXTENTS- SEE CIVIL

PROPERTY LINE

TREE RETENTION PLANA
SCALE: 1"=40'-0"
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CONCEPTUAL

PLANTING PLAN

L1.0

1. SEE L2.0 FOR PLANT SCHEDULE AND PLANTING NOTES.  SEE L3.0 FOR TREE
PRESERVATION PLAN.

2. INSTALL STEEL EDGING BETWEEN ALL LAWN AND PLANTING BEDS, TYP.

3. PROVIDE TREE PROTECTION FOR EXISTING TREES WITHIN 30' OF CONSTRUCTION
AREAS

4. ALTERNATIVE L2 BUFFERS ARE PROPOSED PER CODE 40.320.010 (A)(2), (C)(3),  AND
(C)(7).  NEW PLANTING WILL MEET BUFFER PLANTING SPACING REQUIREMENTS.
ENHANCED WETLAND BUFFER SPECIES WILL BE SELECTED IN COOPERATION WITH
PROJECT BIOLOGIST.

LEGEND

EXISTING TREE TO REMAIN- SEE L3.0 TREE RETENTION PLAN

EXISTING TREE TO BE REMOVED- SEEL3.0 TREE RETENTION PLAN AND  CIVIL DEMO PLAN

MINIMUM LANDSCAPED AREA CALCULATIONS

SITE AREA CODE LANDSCAPED AREA
REQUIRED

LANDSCAPED
AREA PROVIDED

462,054 SF
Table 40.230.085-2: 10% MIN.

OF SITE AREA SHALL BE
LANDSCAPED

462,054SF * 0.1 =
46,205.4 SF 110,772 SF

7
L2.0

6
L2.0

NOTES

EXISTING VEGETATION TO REMAIN UNDISTURBED

LANDSCAPE CALCULATIONS

BREAKLINE- SEE L1.1 B
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SCALE: 1"=30'-0"

PROPOSED CONTOURS

EXISTING CONTOURS

PROPERTY LINE

ENHANCED BUFFER PLANTING

ALTERNATE L2 BUFFER- ENHANCED BUFFER PLANTING OR EXISTING VEGETATION THAT MEET
SCREENING REQUIREMENTS

KEY PLAN

L1.1 B

L1.0A L1.1A

SCALE: 1"=200'-0"
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PER CCC 40.320.010 (E)(2),NO BUFFER REQUIRED;ADJACENT SITE ZONING IS ALSO LIGHT INDUSTRIAL.

PER CCC 40.320.010 (E)(2),NO BUFFER REQUIRED; ADJACENT SITE ZONING IS ALSO LIGHT INDUSTRIAL.
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PLANTING PLAN

L1.1

LEGEND

EXISTING TREE TO REMAIN- SEE L3.0 TREE RETENTION PLAN

EXISTING TREE TO BE REMOVED- SEEL3.0 TREE RETENTION PLAN AND  CIVIL DEMO PLAN

BREAKLINE- SEE L1.0 AB
R
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PLANTING PLANA

PLANTING PLANB

SCALE: 1"=30'-0"

SCALE: 1"=30'-0"

BREAKLINE- SEE L1.1 B

BREAKLINE- SEE L1.1 A

PROPOSED CONTOURS

EXISTING CONTOURS

PROPERTY LINE

ENHANCED BUFFER PLANTING

ALTERNATE L2 BUFFER- ENHANCED BUFFER PLANTING OR EXISTING VEGETATION THAT MEET
SCREENING REQUIREMENTS

1. SEE L2.0 FOR PLANT SCHEDULE AND PLANTING NOTES.  SEE L3.0
FOR TREE PRESERVATION PLAN.

2. INSTALL STEEL EDGING BETWEEN ALL LAWN AND PLANTING
BEDS, TYP.

3. PROVIDE TREE PROTECTION FOR EXISTING TREES WITHIN 30' OF
CONSTRUCTION AREAS

4. ALTERNATIVE L2 BUFFERS ARE PROPOSED PER CODE 40.320.010
(A)(2), (C)(3),  AND (C)(7).  NEW PLANTING WILL MEET BUFFER
PLANTING SPACING REQUIREMENTS.  ENHANCED WETLAND
BUFFER SPECIES WILL BE SELECTED IN COOPERATION WITH
PROJECT BIOLOGIST.
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NOTESKEY PLAN

L1.1 B

L1.0A L1.1A

SCALE: 1"=200'-0"



GENERAL LANDSCAPE NOTES

1. SEE SPECIFICATIONS FOR PLANT MATERIAL, TOP SOIL AND PLANTING MIX TYPES AND DEPTH, MULCHING, SOIL AMENDMENTS, FERTILIZERS AND WARRANTIES.

2. PLANTING SHALL CONFORM TO ALL CLARK COUNTY CODE REQUIREMENTS, INCLUDING PRESERVATION OF ADEQUATE INTERSECTION SIGHT DISTANCE LINES/ TRIANGULAR AREAS.

3. CONTRACTOR SHALL VERIFY ON-SITE CONDITIONS PRIOR TO BIDDING AND CONSTRUCTION.

4. THE CONTRACTOR AND OWNER ARE RESPONSIBLE FOR READING THE PLANS, SPECIFICATIONS AND NOTES.

5. THE CONTRACTOR SHALL VERIFY ALL PLANT MATERIAL QUANTITIES PRIOR TO INSTALLATION.  ANY PLANT MATERIAL QUANTITIES LISTED ARE FOR THE CONVENIENCE OF THE
CONTRACTOR.  ACTUAL NUMBER OF SYMBOLS SHALL HAVE PRIORITY OVER QUANTITY DESIGNATED.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR COUNTING THE TOTAL NUMBER
OF PLANTS INDICATED ON THE PLANS AND ESTIMATING GROUNDCOVER QUANTITIES.

6. THE CONTRACTOR SHALL FURNISH AND PAY FOR ALL CONTAINER OR FIELD GROWN TREES, SHRUBS AND GROUNDCOVERS, INCLUDING SEEDED AND SODDED TURF, HYDROMULCHES
AND FLATTED GROUNDCOVERS.  THE CONTRACTOR SHALL ALSO BE RESPONSIBLE AND PAY FOR: PLANTING OF ALL PLANT MATERIALS; THE SPECIFIED GUARANTEE OF ALL PLANT
MATERIALS; THE STAKING AND GUYING OF TREES AND THE CONTINUOUS PROTECTION OF ALL PLANT MATERIALS UPON THEIR ARRIVAL AT THE SITE.

*MIN. SIZES PER CCC 40.320.010(G)(2)(a) AND (b).
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PLANT SCHEDULE

L2.0

TREES CODE BOTANICAL NAME COMMON NAME SIZE CAL QTY

AP4 ACER TRUNCATUM X ACER PLATANOIDES PACIFIC SUNSET MAPLE 10` HT. MIN 2" CAL 12

AG AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCE` `AUTUMN BRILLIANCE` SERVICEBERRY 6` HT, MULTI TRUNK 7

CJ CERCIDIPHYLLUM JAPONICUM KATSURA TREE 10` HT. MIN 2" CAL 24

ZV ZELKOVA SERRATA `VILLAGE GREEN` SAWLEAF ZELKOVA 10` HT. MIN 2" CAL 6

SHRUBS CODE BOTANICAL NAME COMMON NAME SIZE CONT QTY

S2 ARBUTUS UNEDO `COMPACTA` DWARF STRAWBERRY TREE 18" WIDTH 3 GAL. 75

AH AZALEA X `HINO CRIMSON` HINO CRIMSON AZALEA 2 GAL 43

LP LONICERA PILEATA PRIVET HONEYSUCKLE 2 GAL 8

RU RHAPHIOLEPIS UMBELLATA `MINOR GULF GREEN` TM GULF GREEN INDIAN HAWTHORN 18" WIDTH 3 GAL. 78

RK RIBES SANGUINEUM `KING EDWARD VII` RED FLOWERING CURRANT 2 GAL 29

R3 ROSA X `NOALA` FLOWER CARPET CORAL GROUNDCOVER ROSE 2 GAL 54

VT VACCINIUM OVATUM `THUNDERBIRD` EVERGREEN HUCKLEBERRY 18" WIDTH 3 GAL. 26

GROUND COVERS CODE BOTANICAL NAME COMMON NAME SIZE CONT SPACING QTY

STORMWATER WETLAND PLANTING 7,806 SF
SCIRPUS ACUTUS HARDSTEM BULRUSH 4" POT 18" o.c. 722
SCIRPUS MICROCARPUS SMALL-FRUITED BULRUSH 4" POT 12" o.c. 1,623
SPARGANIUM EMERSUM EUROPEAN BUR-REED 4" POT 18" o.c. 722
SPARGANIUM EURYCARPUM COMMON BUR REED 4" POT 18" o.c. 722
SPIRAEA DOUGLASII WESTERN SPIREA 3 GAL 60" o.c. 65

WET POND HYDROSEED MIX 5,916 SF
CAREX OBNUPTA SLOUGH SEDGE HYDROSEED 237 SF
CAREX STIPATA SAWBEAK SEDGE HYDROSEED 1,716 SF
ELEOCHARIS OVATA BLUNT SPIKE RUSH HYDROSEED 532 SF
ELEOCHARIS PALUSTRIS GREAT SPIKE RUSH HYDROSEED 887 SF
GLYCERIA X OCCIDENTALIS WESTERN MANNA GRASS HYDROSEED 1,479 SF
JUNCUS EFFUSUS SOFT RUSH HYDROSEED 532 SF
SCIRPUS ACUTUS HARDSTEM BULRUSH HYDROSEED 532 SF

AQUATIC MIX 1,276 SF
NUPHAR POLYSEPALUM SPATTERDOCK 4" PLUG 60" o.c. 54

AE ARCTOSTAPHYLOS UVA-URSI `EMERALD CARPET` EMERALD CARPET MANZANITA 1 GAL 30" o.c. 753

FC FRAGARIA CHILOENSIS BEACH STRAWBERRY 4" POT 24" o.c. 1,579

HO HEMEROCALLIS X `STELLA DE ORO` STELLA DE ORO DAYLILY 1 GAL 18" o.c. 300

PM PRUNUS  LAUROCERASUS MT. VERNON MT. VERNON LAUREL 1 GAL 30" o.c. 338

TH2 TURF GRASS HYDROSEED HYDROSEED 16,755 SF

PLANT SCHEDULE

ROOTBALL

NOTE:
1. TREES NOT PLANTED IN CONFORMANCE

WITH THIS DETAIL WILL BE REJECTED BY
THE LANDSCAPE ARCHITECT.
REPLACEMENT OF REJECTED TREES
WILL BE DONE AT THE CONTRACTOR'S
EXPENSE.

3"-4" HIGH WATERING RING

SCARIFY SIDES OF PLANTING PIT

3" MULCH. NO MULCH AGAINST
TRUNK

BACKFILL WITH EXISTING SOIL

DO NOT DISTURB SUBGRADE
BELOW ROOTBALL TO REDUCE
SETTLING.

3X ROOTBALL

AT TIME OF PLANTING, TRIM
DAMAGED BRANCHES.

DECIDUOUS TREE PLANTING
3/8" = 1'-0"

DRIVE STAKES 6"-12" INTO
UNDISTURBED SOIL BELOW
ROOTBALL

DRIVE STAKES AT
ROOTBALL EDGE

APPROVED TREE TIE MATERIAL
SET LOOSE TO ALLOW FOR
TRUNK GROWTH

STAKE TREE WITH TWO 2"X2"X8'
STAKES SPREAD ACROSS FROM
EACH OTHER

2
L2.0

1
P-2019-VAN-70

NOTES:
1. TREES NOT PLANTED IN CONFORMANCE WITH THIS

DETAIL WILL BE REJECTED BY THE LANDSCAPE
ARCHITECT. REPLACEMENT OF REJECTED TREES WILL
BE DONE AT THE CONTRACTOR'S EXPENSE.

2. PLANTING INCLUDES REMOVAL OF STAKES ONE YEAR
AFTER INSTALLATION.

3"-4" HIGH WATERING RING

SCARIFY SIDES OF PLANTING PIT

3" MULCH. NO MULCH AGAINST TRUNK

BACKFILL WITH EXISTING SOIL

DO NOT DISTURB SUBGRADE BELOW
ROOTBALL TO REDUCE SETTLING. 3X ROOTBALL

AT TIME OF PLANTING,
TRIM DAMAGED
BRANCHES.

CONIFER TREE PLANTING W/ STAKE
3/8" = 1'-0"

DRIVE STAKES 6"-12"
INTO UNDISTURBED
SOIL BELOW
ROOTBALL

DRIVE STAKES AT
ROOTBALL EDGE

APPROVED TREE TIE
MATERIAL SET LOOSE
TO ALLOW FOR
TRUNK GROWTH

STAKE TREE WITH
TWO 2"X2"X8' STAKES
SPREAD ACROSS
FROM EACH OTHER.

2
L2.0ROOTBALL

3
P-2019-VAN-71

ROOTBALL
1" = 1'-0"

REMOVE WIRE BASKET (NO
EXCEPTIONS) AND ANY
OTHER SYNTHETIC MATERIAL
FROM ROOTBALL. CUT BACK
AND REMOVE BURLAP FROM
TOP AND SIDE OF ROOTBALL.
SET BALL ON COMPACTED
SOIL MOUND TO PREVENT
SETTLING.

NOTES:
1. TREES PLANTED TOO DEEP WITHOUT EXPOSING ROOT FLARE WILL BE

REJECTED AND SHALL BE REMOVED AND REPLANTED AT PROPER DEPTH.
2. REPLACEMENT OR REPLANTING OF REJECTED TREES WILL BE DONE AT THE

CONTRACTOR'S EXPENSE.
3. REMOVE EXCESS SOIL THAT MAY  HAVE ACCUMULATED ABOVE THE TRUNK

FLARE PRIOR TO DIGGING AT NURSERY. EXPOSE AND LOCATE TRUNK FLARE
PRIOR TO PLANTING.

4. PRUNE ANY GIRDLING OR  ADVENTITIOUS ROOTS PRIOR TO BACKFILLING.

TRUNK FLARE

BOTTOM OF TRUNK FLARE.
LOCATE BOTTOM OF TRUNK FLARE 1" MIN.
ABOVE ADJACENT FINISH GRADE.

1"
 M

IN
.

R
O

O
TB

A
LL

MULCH LAYER, HOLD OFF
FROM TREE TRUNK

FINISH GRADE

P-2019-VAN-01
2

NOTE:
1. ALL GROUNDCOVER TO BE PLANTED

AT EQUAL TRIANGULAR SPACING PER
O.C. SPACING ON LEGEND.

2X ROOTBALL

3" OF MULCH.
NO  MULCH AGAINST

THE BASE OF THE
PLANT

BACKFILL WITH
EXCAVATED SOIL.

WATER THOROUGHLY.

GROUNDCOVER PLANTING PLAN

SPACING
AS SPECIFIED

12" MIN
FROM CURB

SPACING X .86 FOR
TRIANGULAR PATTERN

GROUNDCOVER PLANTING
1/2" = 1'-0"

4
P-2019-VAN-66

SHRUB PLANTING
NTS

3" MULCH.
NO MULCH AGAINST THE

BASE OF THE PLANT

BACKFILL WITH EXCAVATED SOIL

REMOVE BURLAP FROM TOP
AND SIDES OF ROOT BALL DOWN
INTO GROUND. SET TOP OF BALL

FLUSH WITH FINISH GRADE.
SCARIFY
SIDES OF
PLANTING PIT

LOOSEN / PULL OUT ROOTS
FROM CONTAINER GROWN
PLANTS
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ELEVATION

FENCING/ROOT PROTECTION

1. FENCING TO BE PROVIDED AND MAINTAINED AT CANOPY DRIP LINE.
2. TREE PROTECTION FENCE SHOULD BE MAINTAINED THROUGHOUT GRADING AND

CONSTRUCTION AND SHALL NOT BE REMOVED UNTIL FINAL ACCEPTANCE.
3. ALL BRUSH CLEANUP WITHIN DRIP LINE SHOULD BE COMPLETED BY HAND TO

PREVENT DISTURBANCE OF NATIVE GROUND COVERS.
4. NO WIRES, CABLES, OR OTHER DEVICES SHALL BE ATTACHED TO PROTECTED

TREES DURING CONSTRUCTION.
5. CONTRACTOR SHALL REFER TO PLANS AND SPECIFICATIONS FOR ADDITIONAL

INFORMATION.

TRENCHING/EXCAVATION

CRITICAL ROOT ZONE

1. NO DISTURBANCE ALLOWED WITHOUT SITE-SPECIFIC INSPECTION AND APPROVAL
OF METHODS TO MINIMIZE ROOT DAMAGE.

DRIP LINE

1. LANDSCAPE ARCHITECT'S APPROVAL REQUIRED FOR USE/ACCESS WITHIN DRIP
LINE.

2. NO SOIL DISTURBANCE OR ACTIVITY ALLOWED WITHIN FENCED AREAS, SUCH AS
MATERIAL STORAGE/STOCKPILING, PARKING, EXCAVATION, DUMPING OR WASHING.

3. ANY TRENCHING SUBJECT TO FIELD INSPECTION AND APPROVAL BY LANDSCAPE
ARCHITECT.

FEEDER ROOT ZONE

1. OPERATION OF HEAVY EQUIPMENT AND/OR STOCKPILING OF MATERIALS SUBJECT
TO LANDSCAPE ARCHITECT'S APPROVAL.

2. MINIMIZE TRENCH WIDTH WHEN USING HEAVY EQUIPMENT. SURFACE PROTECTION*
MEASURES MAY BE REQUIRED.

3. LIMIT ANY DISTURBANCE TO MAXIMUM 1/3 OF FEEDER ROOT ZONE.
4. IF ROOTS GREATER THAN 2 INCH FOUND OUTSIDE OF FENCING, PROTECT BY HAND

EXCAVATION AND, IF NECESSARY, CUT CLEANLY AND KEEP MOIST.
5. USE 3 INCHES OR DEEPER WOOD CHIP MULCH OUTSIDE FENCED AREAS TO

PROTECT FEEDER ROOTS.

*SURFACE PROTECTION MEASURES
6-8" MULCH LAYER, 3/4"PLYWOOD, OR STEEL PLATES

DRIP LINE

4'
-0

"

CRITICAL ROOT ZONE
DIA=1/2X

DIA=X

FEEDER ROOT ZONE

WOOD POST 8' OC
MAX SPACING.
INSTALL AT A MIN.
OF 2'-0" BELOW
GRADE.

ORANGE VINYL
DIAMOND MESH
CONSTRUCTION
FENCING, TYP.

TREE PROTECTION
3/16" = 1'-0"

DIA=2X

USE 8" WIRE 'U' TO
SECURE FENCE
BOTTOM, TYP.
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SHRUB SIDE
TOP OF SUBGRADE

CONDITIONS VARY
SEE PLAN

3/16" X 4" STEEL EDGING
COLOR SHALL BE BLACK

COMPACT SUBGRADE ON
EITHER SIDE OF EDGING
TO MAINTAIN STABILITY

STAKE AT ALL CURVE RETURNS,
CURVE MIDPOINTS, AND AT 36"
O.C. MIN.

NOTE:
INSTALL EDGING PER MANUFACTURER'S
SPECIFICATIONS WITH TOP OF EDGING 1/4" TO 1/2"
ABOVE COMPACTED FINISH GRADE (TURF SIDE).

STEEL EDGING
1" = 1'-0"
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