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V.I.T. CINCH-TIES, OR MEDIUM
OR HEAVY DUTY CHAINLOCK
TREE TIES, MINIMUM %" WIDTH
6~ 2—-2X2 STAKES. INSTALL TIE
= . 4" DOWN FROM TOP OF STAKE.

INSTALL 3—-2X2 STAKES IN
HIGH WIND AREAS ONLY

TRUNK GROWTH LEVEL
FINISH GRADE

1" ABOVE

3" DEPTH OF BARK MULCH,
FEATHER AWAY FROM TRUNK

OPTIONAL FERTILIZER PLANT TABS

OPTIONAL 3" PERFORATED PIPE,

2 MINIMUM PER TREE, SET TOP

AT V5" ABOVE FINISH GRADE.
USE WHEN NO IRRIGATION SYSTEM
IS AVAILABLE

~— DO NOT OVER EXCAVATE DUE

TO POTENTIAL FOR SETTLING

SUPPLY LOW POINTS
FOR DRAINAGE

TREE STAKING DETAIL AND
TN\ PERF. PIPE DETAIL FOR MANUAL IRRIGATION

\9/ NOT TO SCALE

NO. REVISIONS DATE BY

Department of
Public Works

CLARK COUNTY
WASHINGTON

proud past, promising future

PERF. PIPE DETAIL FOR MANUAL IRRIGATION

STANDARD

G9

TREFE STAKING DETAIL AND

APPROVED DETAIL
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